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junction box

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC T6 Gb 
	

type 53217-102

for connection of 2 cables

EC-Type-Examination-Certificate DMT 02 ATEX E 062

rated voltage 1000 V  AC/DC
rated current up to 65 A
cross section 0,5 - 16 mm²
coat of paint RAL 1004 (yellow) 
optional stainless steel 

description
casing and cover of steel sheet 3mm, with 2 separated bore holes, optional in metric and Pg-thread
the casing is provided with 5 terminals, being screwed on a flat steel plate, 2 internal and 1 external earthings

item number kgs
(weight) 

53217.102 4 kgs

suitable cable glands ► 54340. ... (metric)
► 54350. ... (PG)
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suitable cable glands ► 54340. ... (metric)
► 54350. ... (PG)

junction and distribution box

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC T6 Gb 
	

type 53218-104

for connection and distribution of up to 4 cables

EC-Type-Examination-Certificate DMT 02 ATEX E 062

rated voltage 1000 V  AC/DC
rated current up to 55 A
cross section 0,5 - 16 mm²
coat of paint RAL 1004 (yellow) 
optional stainless steel 

description
casing and cover of steel sheet 3mm, with 4 separated bore holes, optional in metric and Pg-thread
the casing is provided with 10 terminals, being screwed on a flat steel plate, 4 internal and 1 external 
earthings

item number kgs
(weight) 

53218.104 6 kgs
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junction box

mode of protection	 I M2 EEx e I 
		               II 2G EEx e II T6 resp. T4 
	  	              II 2D IP66 T80°C resp. IP65 T80°C

type 53252

for connection of 2 cables

EC-Type-Examination-Certificate BVS 03 ATEX E 192

main terminals
rated voltage 1 kV  AC/DC
cross section 35 - 185 mm²
temperature class and rated current depending on a used 
cross section and the ambient temperature

-20°C up to +40°C type 53252-.-.-..-.
temperature class T6 up to 304 A
type 53252-.-.-..-. 
temperature class T4 up to 350 A

side terminals
rated voltage 500 V  AC/DC
rated current up to 20 A
rated connection 
cross section up to 6 mm²

ingress protection by EN 60529
type 53252-.-.**-. (*=code number  0, without sidebox) 

IP66
type 53252-.-.-.**-. (*=code number 1-7, with sidebox)

 IP65
coat of paint RAL 1004 (yellow)
optional stainless steel 

description
casing and cover of steel sheet 3mm,  connection measures for flange cable glands 65x112 and 85x112, 
base plate with 3-pole connection terminal, up to 4x3 connecting bow terminals provided as side terminals for 
being able to connect through the integrated conductors for supervising and controlling, purpose internal and 
external earthings.
fastening: 4 mounting plates with elongated hole for attachment screws.

item number kgs
(weight) 

53252.102 20 kgs

suitable flange cable glands ► 54345.02... 
► 54345.03... 
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junction and distribution box

mode of protection	 I M2 EEx e I 
		               II 2G EEx e II T6 resp. T4 
		               II 2D IP66 T80°C resp. IP65 T80°C

type 53253

for connection and distribution of up to 4 cables

EC-Type-Examination-Certificate BVS 03 ATEX E 192

main terminals
rated voltage 1 kV  AC/DC
cross section 35 - 185 mm²
temperature class and rated current depending on the used
cross section and the ambient temperature

-20°C bis +40°C type 53253-.-.-..-.
temperature class T6 up to 250 A
type 53253-.-1-..-. 
temperature class T4 up to 300 A
type 53253-.-2-..-. 
temperature class T4 up to 330 A

side terminal
rated voltage 500 V  AC/DC
rated current up to 20 A
rated connection 
cross section up to 6 mm²

ingress protection by EN 60529

type 53253-.-.**-. (*=code number  0, without sidebox) 
IP66

type 53253-.-.-.**-. (*=code number 1-7, with sidebox)
 IP65

coat of paint RAL 1004 (yellow)
optional stainless steel 

description
casing and cover of steel sheet 3mm, connection measures for flange cable glands 65x112 and 85x112mm, 
base plate with 3-pole connection terminal, up to 4x4 connecting bow terminals provided as side terminals for  
being able to connect through the integrated conductors for supervising and controlling, purpose internal and 
external earthings

item number kgs
(weight) 

53253.104 30 kgs

suitable flange cable glands ► 54345.02... 
► 54345.03... 
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busbar box

mode of protection         I M2  EEx e I 
		               II 2G EEx e II T4 bzw. T6
		               II 2D IP65 T130°C bzw. T80°C

description
casing and cover of steel sheet 3mm
cover with hinges
inside of the box 3 copper bars with terminals for cross section 25 - 185mm², 1 bar for protective earthing 
conductor, 2, 4 or 6 cable entry holes at one longside, at smallsides each 2 cable entries.

item number kgs
(weight) 

53101.110 100 kgs

type 53101-10-...

for use of rated voltage of up to 1000 V with a conductor cross 
section of up to 185mm² to connect and distribute cables and 
conductors

EC-Type-Examination-Certificate DMT 02 ATEX E 192

current AC
mainbox
max. voltage up to 1000 V
cross section 25 - 185 mm²
sidebox
max. voltage up to 500 V
cross section up to 10 mm²
coat of paint RAL 1004 (yellow)
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junction box

mode of protection        I M2 Ex e I Mb 
		              II 2G Ex e II T6 Gb 
		       

type 53139

for connection of 2 cables

EC-Type-Examination-Certificate BVS 03 ATEX E 193

type 53139-1 (ambient temperature -20°C up to 40°C)

type 53139-2 (ambient temperature -20°C up to 28°C)

rated voltage
3 connection terminals   1kV  3AC
6 side terminals    0,5 kV AC

rated current

connection terminals (type 53139-1) up to 198 A
connection terminals (type 53139-2) up to 233 A
side terminals (type 53139-1) up to 24 A
side terminals (type 53139-2) up to 28 A

cable cross 
section

connection terminals        16 - 70 mm²
side terminals                    1,5 - 6 mm²

coat of paint  RAL 1004 (yellow) 

description
casing and cover of steel sheet 3mm.
internal and external earthings.
3 connection terminals on baseplate.
2 flange holes with diameter 73mm, connection measures for flange glands 65x112mm.
1 additional flange hole with flange plate with 3x M36x1,5 at bottom side.

item number kgs
(weight) 

53139.64-1
53139.64-2

suitable terminals ► 55102.1-1     single-pole
► 55102.3-1-1  three-pole on baseplate
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high voltage junction box

mode of protection	 I M2 Ex e I Mb 
		   	 II 2G Ex e IIC T6 Gb 
			   II 2D Ex tb IIIC 85°C Db IP65

type 53130

for connection of 2 high voltage cables

EC-Type-Examination-Certificate DMT 00 ATEX E 052

                                    mainbox                             sidebox
current type 3 AC                                  AC/DC
max. voltage up to 6,6 kV                      up to 500 V
rated current 330 A (370 A)                    up to 10 A
cross section 16 - 150 mm²                    up to 10 mm²
coat of paint RAL 3002 (red) 
optional stainless steel 

description
casing and cover of steel sheet 3mm, the casing is provided with 3 ceramic terminal sockets to connect 
cables and conductors up to 150mm², internal and external earthings, sidebox is provided for connecting 
supervising and control conductors up to 6mm², option optical fibres

optional
pressure compensating element to avoid condensation

item number kgs
(weight) 

53130.55150 49

suitable cable glands

► 5410. 92
► 5410.108
► 54158...
► 54345.02...
► 54345.03...
► 54200...
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high voltage distribution box

mode of protection	 I M2 EEx e I 
		               II 2G EEx e II T6 
		               II 2D IP65 T80°C

type 53131

for connection and distribution of up to 4 high voltage cables

EC-Type-Examination-Certificate BVS 03 ATEX E 190 X

                                    mainbox                            sidebox
current 3 AC                                 AC/DC
max. voltage up to 6,6 kV                      up to 500 V

rated current up to 296 A (max. 28°C)   up to 10 A
up to 260 A (max. 40°C)

impulse 38 KA
cross section 16 - 95 mm²                      up to 10 mm²
coat of paint RAL 3002 (red) 
optional stainless steel 

description
casing and cover of steel sheet 3mm, the casing is provided with 3 ceramic terminal sockets to connect 
cables and conductors up to 95mm², internal and external earthings, sidebox is provided for connecting 
supervising and control conductors, option optical fibres

optional
casing waterproof IP 67/68, integrated heating system or pressure compensating element to avoid 
condensation

item number

53131.24-95

suitable cable glands

► 5410. 92
► 5410.108
► 54158...
► 54345.02...
► 54345.03...
► 54200...
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high voltage busbar box

mode of protection I M2 EEx e I
               II 2G EEx e II T4 resp. T6
               II 2D IP65 T130°C resp. T80°C

type 53101-.-.-..-.

for connection and distribution of up to 6 high voltage cables

EC-Type-Examination-Certifi cate DMT 02 ATEX E 192

rated voltage (3AC) 6,6 kV
rated current
- for 3-core cables
           * T6 (max. 80°C)
           * T4 (max. 130°C)

320 A
364 A

- for single core cables
           * T6 (max. 80°C)
           * T4 (max. 130°C)

260 A
288 A

cable cross section 16 - 185 mm²
coat of paint RAL 3002 (red)
ingress protection IP 65

description
casing and cover of steel sheet or optional stainless steel. Available with 2, 4 or 6 fl ange holes on the lower 
side of the box. Inside is a busbar system with 3 nickel plated copper bars for the connection of the phases 
and 1 copper bar for earthing. The box has also external a earthing terminal. On the backside of the box are 
leashes with long bore holes. Handles on case and cover. The cover is hinged, but can also be completely 
removed for easy maintenance. Fixture of the casing with allen screws.

optional
-Pressure compensating element (breather)
-200 W-Heater
-Sidebox for connection of control cables up to 10mm² or fi breoptics

item number cable entry scheme kgs
(weight)

53101.192 40

53101.194 60

53101.196 100

53101.296 105
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high voltage junction box

mode of protection	 I M2 EEx e I 
		               II 2G EEx e II T6 
		               II 2D IP65 T80°C

type 53110

for connection of 2 high voltage cables

EC-Type-Examination-Certificate BVS 03 ATEX E 188 X

                                    mainbox                              sidebox
current 3 AC                                    AC/DC
max. voltage up to 11 kV                          up to 500 V
cross section 16 - 150 mm²                      10 mm²
rated current (dependent on the cable cross section)

mainbox up to 388 A (max.+25°C ambient temperature)
up to 341 A (max.+40°C ambient temperature)

sidebox up to 10 A
coat of paint RAL 3002 (red) 

description
casing and cover of steel sheet 3mm or optional stainless steel, the casing is provided with 3 ceramic terminal 
sockets to connect cables and conductors up to 150mm², internal and external earthings, sidebox is provided 
for connecting supervising and control conductors up to 6mm² or optional splicecassettes for fibre optics.

optional  
casing waterproof IP 68, integrated heating system or pressure compensating element  to avoid condensation

item number cross section cable entry scheme kgs
(weight) 

53110.12-150 
(without sidebox) 

steel sheet
16 - 150 mm² ca. 83

53110.22-150
(with sidebox) 

steel sheet
16 - 150 mm² ca. 91
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high voltage distribution box

mode of protection	 I M2 EEx e I 
		               II 2G EEx e II T6 
		               II 2D IP65 T80°C

type 53111

for connection and distribution of up to 4 high voltage cables

EC-Type Examination-Certificate BVS 03 ATEX E 189 X

                                    mainbox                              sidebox
current 3 AC                                    AC/DC
max. voltage up to 11 kV                          up to 500 V

rated current up to 388 A (max.25°C)       10 A
up to 341 A (max.40°C)

cross section 35 - 185 mm²                       10 mm²
coat of paint RAL 3002 (red) 

description
casing and cover of steel sheet 3mm or optional stainless steel, the casing is provided with 3 connecting 
terminal sockets to connect cables  and conductors, internal and external earthings, sidebox is provided for 
connecting supervising and control conductors up to 6mm²,option optical fibres

optional  
casing waterproof IP 68, integrated heating system to avoid condence water

item number cross section cable entry 
scheme

kgs
(weight) 

53111.14-150 35 - 185 mm² ca. 150

53111.24-150 35 - 185 mm² ca. 160

53111.14-150-28 35 - 185 mm² ca. 150

53111.24-150-28 35 - 185 mm² ca. 160

53111.14-150-T 35 - 185 mm² ca. 156

53111.24-150-T 35 - 185 mm² ca. 166

53111.14-150-T-28 35 - 185 mm² ca. 156

53111.24-150-T-28 35 - 185 mm² ca. 166
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high voltage busbar box

mode of protection        I M2 Ex e I 
		              II 2G Ex e II T6 
		       

type 53126

for connection and distribution of up to 6 high voltage cables

EC-Type-Examination-Certificate IBExU99ATEX1028

                                    mainbox                            sidebox
current AC                                    AC/DC
max. voltage up to 11 kV                       up to 500 V
rated current up to 500 A                       up to 10 A
cross section 16 - 240 mm²                    up to 10 mm²            
coat of paint RAL 3002 (red) 
optional stainless steel 

Item number cross section cable entry scheme kgs
(weight) 

53126.12-240 16-240 mm²

53126.14-240 16-240 mm²

53126.16-240 16-240 mm²

53126.22-240 16-240 mm²

53126.24-240 16-240 mm²

53126.26-240 16-240 mm²

suitable cable glands

► 5410. 92
► 5410.108
► 54345.02...
► 54345.03...
► 54200...

description
casing and cover of steel sheet 3mm, cover with hinges, inside of the box 3 copper bars with terminals 
for cross section 16 - 240 mm², 1 bar for protective earthing conductor, 2, 4 or 6 cable entry holes at one 
longside, 

optional
at the opposite side max. 3 sideboxes for connecting supervising and control conductors or optical fibres
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Electrical engineering 
for dangerous areas

cable gland
with adapter

item number thread
D2

cable diameter
D1 L1 sw kgs

(weight) 
54503. 9- 9 Pg   9 6 9 60,5 24 0,140
54503.11-11 Pg 11 9 11 62,0 27 0,166
54503.13-13 Pg 13,5 9 13,5 62,5 27 0,158
54503.12-16
54503.16-16 Pg 16 9

12
12
16 65,0 30 0,224

0,189
54503.19-21
54503.21-21 Pg 21 15

18 
19
21 81,5 36 0,334

0,310
54503.24-29
54503.28-29 Pg 29 20

24
24
28 94,0 46 0,654

0,584

type 54503 with Pg-thread
type 54603 with metric thread

for cables to be used at EEx ia I apparatus

cerificate BVS 8.84.

material
trumpet brass
clamp brass
adapter brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
optional steel or stainless steel

item number thread
D2

cable diameter
D1 L1 sw kgs

(weight) 
54603. 7- 9
54603. 9- 9 M 14x1,5 6

7
7
9

55,5
60,5 24 0,140

54603.11-11
54603.13.5-11 M 18x1,5 9

11
11

13,5
62,0
57,5 27 0,166

0,160
54603. 9-13
54603.13-13
54603.14-13
54603.16-13

M 20x1,5

7
9
12
14

9
13,5
14
16

55,5
62,5
60,0
60,0

24
27
30
30

0,170
0,158
0,155
0,150

54603.12-16
54603.16-16 M 22x1,5 9

12
12
16 65,0 30 0,244

0,189
54603.17-21
54603.19-21
54603.21-21

M 28x1,5
15
15
18

17
19
21

72,5
36
36
36

0,340
0,334
0,310

54603.24-29
54603.26-29
54603.28-29

M 36x1,5
20
24
24

24
26
28

94,0
84,0
94,0

46
0,654
0,584
0,550
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cable gland
without adapter

item number thread
D2

cable diameter
D1 L1 sw kgs

(weight) 
54502. 9- 9 Pg   9 6 9 38,5 24 0,095
54502.11-11 Pg 11 9 11 39,5 27 0,110
54502.13-13 Pg 13,5 9 13,5 39,5 27 0,106
54502.12-16
54502.16-16 Pg 16 9

12
12
16 41,0 30 0,160

0,125
54502.19-21
54502.21-21 Pg 21 15

18 
19
21 48,5 36 0,219

0,195
54502.24-29
54502.28-29 Pg 29 20

24
24
28 60,0 46 0,472

0,402

item number thread
D2

cable diameter
D1 L1 sw kgs

(weight) 
54602. 9- 9 M 14x1,5 6 9 38,5 24 0,095
54602.11-11 M 18x1,5 9 11 39,5 27 0,110
54602.13-13 M 20x1,5 9 13,5 39,5 27 0,106
54602.12-16
54602.16-16 M 22x1,5 9

12
12
16 41,0 30 0,160

0,125
54602.19-21
54602.21-21 M 28x1,5 15

18
19
21 48,5 36 0,219

0,195
54602.24-29
54602.28-29 M 36x1,5 20

24
24
28 60,0 46 0,472

0,402

type 54502 with Pg-thread
type 54602 with metric thread

for cables to be used at EEx ia I apparatus

certificate BVS 8.84.

aterial
trumpet brass
clamp brass
pressure ring steel blue chromated
optional: nickel plated or chromated surfaces
sealing NBR (Viton, Neoprene or Silicone optional)
optional stainless steel
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pressure compensating element

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC Gb 
		               II 1D Ex ta IIIC Da

technical data
water resistence pressures > 0,6 bar

ingress protection of pressure compensating element 
in installed condition (DIN EN 60529) IP 66/67

membrane characteristics

hydrophobe- and oilophobe membrane 
which will not be moistened of media 
with a surface tension of  ≥ 25 mN/m

temperature resistance -20°C up to +80°C  
(with silicone-o-ring -40°C up to +80°C)

salt spray test (DIN 50-0-21) no penetration of salt crystals through 
the membrane into the housing

fixing possibilities

Fixture with internal hexagonal screw 
from inside of the enclosure.

Fixture with external hexagonal screw 
from outside of the enclosure

item number for fixture with 
internal hexagonal screw

item number for fixture with 
external hexagonal screw

thread Typical Airflow
dp=70mbar in ml/min

54700.01215 54710.01215 M 12x1,5 65
54700.01615 54710.01615 M 16x1,5 80
54700.02015 54710.02015 M 20x1,5 160
54700.02715 54710.02715 M 27x1,5 400

type 54700 / 54710

the pressure compensating element  continuously allows the  
passage of air, equalizing the pressure differential between 
the enclosure and ambient.
Water and most oils are repelled by the ePTFE membrane

EC-Type-Examination-Certificate IBExU00ATEX1070 U

material
cover and body brass
membrane ePTFE
optional: nickel plated or chromated surfaces
o-ring NBR (EPDM, Viton  or Silicone optional)
optional stainless steel
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item number for fixture with 
internal hexagonal screw

item number for fixture with 
external hexagonal screw

thread Typical Airflow
dp=70mbar in ml/min

54701.PG 7 54711.PG 7 Pg 7 65
54701.PG 9 54711.PG 9 Pg 9 80

54701.PG13.5 54711.PG13.5 Pg 13,5 160
54701.PG21 54711.PG21 Pg 21 400

pressure compensating element

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC Gb 
		               II 1D Ex ta IIIC Da

technical data
water resistence pressures > 0,6 bar

ingress protection of pressure compensating element 
in installed condition (DIN EN 60529) IP 66/67

membrane characteristics

hydrophobe- and oilophobe membrane 
which will not be moistened of media 
with a surface tension of  ≥ 25 mN/m

temperature resistance -20°C up to +80°C  
(with silicone-o-ring -40°C up to +80°C)

salt spray test (DIN 50-0-21) no penetration of salt crystals through 
the membrane into the housing

fixing possibilities

Fixture with internal hexagonal screw 
from inside of the enclosure.

Fixture with external hexagonal screw 
from outside of the enclosure

type 54701 / 54711

the pressure compensating element  continuously allows the  
passage of air, equalizing the pressure differential between 
the enclosure and ambient.
Water and most oils are repelled by the ePTFE membrane

EC-Type-Examination-Certificate IBExU00ATEX1070 U

material
cover and body brass
membrane ePTFE
optional: nickel plated or chromated surfaces
o-ring NBR (EPDM, Viton  or Silicone optional)
optional stainless steel
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item number for fixture with 
internal hexagonal screw

item number for fixture with 
external hexagonal screw

thread Typical Airflow
dp=70mbar in ml/min

54702.G 1/4 54712.G 1/4 G 1/4 65
54702.G 3/8 54712.G 3/8 G 3/8 80
54702.G 1/2 54712.G 1/2 G 1/2 160
54702.G 3/4 54712.G 3/4 G 3/4 400

pressure compensating element

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC Gb 
		               II 1D Ex ta IIIC Da

technical data
water resistence pressures > 0,6 bar

ingress protection of pressure compensating element 
in installed condition (DIN EN 60529) IP 66/67

membrane characteristics

hydrophobe- and oilophobe membrane 
which will not be moistened of media 
with a surface tension of  ≥ 25 mN/m

temperature resistance -20°C up to +80°C  
(with silicone-o-ring -40°C up to +80°C)

salt spray test (DIN 50-0-21) no penetration of salt crystals through 
the membrane into the housing

fixing possibilities

Fixture with internal hexagonal screw 
from inside of the enclosure.

Fixture with external hexagonal screw 
from outside of the enclosure

type 54702 / 54712

the pressure compensating element  continuously allows the  
passage of air, equalizing the pressure differential between 
the enclosure and ambient.
Water and most oils are repelled by the ePTFE membrane

EC-Type-Examination-Certificate IBExU00ATEX1070 U

material
cover and body brass
membrane ePTFE
optional: nickel plated or chromated surfaces
o-ring NBR (EPDM, Viton  or Silicone optional)
optional stainless steel
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item number for fixture with 
internal hexagonal screw

item number for fixture with 
external hexagonal screw

thread Typical Airflow
dp=70mbar in ml/min

54703.NPT 1/4 54713.NPT 1/4 NPT 1/4 65
54703.NPT 3/8 54713.NPT 3/8 NPT 3/8 80
54703.NPT 1/2 54713.NPT 1/2 NPT 1/2 160
54703.NPT 3/4 54713.NPT 3/4 NPT 3/4 400

pressure compensating element

mode of protection         I M2 Ex e I Mb 
		               II 2G Ex e IIC Gb 
		               II 1D Ex ta IIIC Da

technical data
water resistence pressures > 0,6 bar

ingress protection of pressure compensating element 
in installed condition (DIN EN 60529) IP 66/67

membrane characteristics

hydrophobe- and oilophobe membrane 
which will not be moistened of media 
with a surface tension of  ≥ 25 mN/m

temperature resistance -20°C up to +80°C 

salt spray test (DIN 50-0-21) no penetration of salt crystals through 
the membrane into the housing

fixing possibilities

Fixture with internal hexagonal screw 
from inside of the enclosure.

Fixture with external hexagonal screw 
from outside of the enclosure

type 54703 / 54713

the pressure compensating element  continuously allows the  
passage of air, equalizing the pressure differential between 
the enclosure and ambient.
Water and most oils are repelled by the ePTFE membrane

EC-Type-Examination-Certificate IBExU00ATEX1070 U

material
cover and body brass
membrane ePTFE
optional: nickel plated or chromated surfaces
optional stainless steel
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cable gland  

mode of protection        II 2G Ex e II 
		              II 1D Ex tD A20 IP68

item number thread  
D2

certified thread sizes cable dia-
meter D1

recommended 
centre - to - cen-
tre distance M

L SW B
from to

54200.1- 3- 6
54200.1- 5- 8
54200.1- 7-10

M 16 x 1,5
M 12x1 
M 16x1 
M 16x1

M 27x1,5 
M 30x1,5 
M 30x1,5

3
5
7

6
8
10

30 37 22 12

54200.2- 7-10
54200.2- 9-12 M 20 x 1,5 M 16x1 

M 18x1
M 30x1,5 
M 33x1,5

7
9

10
12 37 41 27 12

54200.3- 7-10
54200.3- 9-12
54200.3-12-16

M 25 x 1,5
M 16x1 
M 18x1 
M 24x1

M 30x1,5 
M 33x1,5 
M 36x1,5

7
9
12

10
12
16

42 43 30 12

54200.4- 9-12
54200.4-12-16
54200.4-15-19
54200.4-18-21

M 27 x 1,5
M 18x1 
M 24x1 
M 25x1 
M 27x1

M 33x1,5 
M 36x1,5 
M 42x1,5 
M 42x1,5

9
12
15
18

12
16
19
21

50 51 36 15

54200.5-12-16
54200.5-15-19
54200.5-18-21
54200.5-20-24

M 32 x 1,5
M 24x1 
M 25x1 
M 27x1 
M 31x1

M 36x1,5 
M 42x1,5 
M 42x1,5 
M 50x1,5

12
15
18
20

16
19
21
24

57 51 41 15

54200.6-18-21
54200.6-20-24
54200.6-24-28

M 40 x 1,5
M 27x1 
M 31x1 
M 39x1

M 42x1,5 
M 50x1,5 
M 56x2

18
20
24

21
24
28

64 53 46 15

54200.7-26-30
54200.7-30-34
54200.7-34-38

M 50 x 1,5
M 40x1 
M 48x1 
M 50x1

M 56x2 
M 64x2 
M 64x2

26
30
34

30
34
38

83 58 60 17

54200.8-38-42
54200.8-42-46
54200.8-45-50
54200.8-48-52

M 63 x 1,5
M 60x1 
M 60x1 
M 62x1 
M 63x1

M 76x2 
M 80x2 
M 80x2 
M 85x2

38
42
45
48

42
46
50
52

97 65 70 17

54200.9-52-58
54200.9-59-64
54200.9-63-68

M 75 x 1,5
M 74x1 
M 74x1 
M 75x1

M 90x2 
M100x2 
M110x2

52
59
63

58
64
68

125 65 90 17

54200. 68-75
54200. 74-80
54200. 80-86

M 100 x 2
M100x1 
M100x1,5 
M100x1

M140x2 
M140x2 
M140x2

68
74
80

75
80
86

152 75 110 20

54200. 85-92
54200. 91-98
54200. 97-104

M 120 x 2
M120x1,5 
M120x1,5 
M120x1,5

M140x2 
M140x2 
M140x2

85
91
97

92
98
104

180 75 130 20

54200.103-110
54200.109-116
54200.115-122

M 140 x 2
M140x1,5 
M140x1,5 
M140x1,5

M140x2 
M140x2 
M140x2

103
109
115

110
116
122

208 75 150 20

type 54200

for for fixed wiring (cables) to be used at Ex e II apparatus

EC-Type-Examination-Cerificate DMT 99 ATEX E 106 X

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton or Silicone optional)
pressure ring brass
optional: nickel plated or chromated surfaces
o-ring Perbunan (Viton, or Silicone optional)
optional stainless steel, steel etc.
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Electrical engineering 
for dangerous areas

item number thread  
D2

certified thread  
sizes cable dia-

meter D1

recommended 
centre - to - cen-
tre distance M

L SW B
from to

54201.1- 3- 6
54201.1- 5- 8
54201.1- 7-10

Pg 9
Pg 7 
Pg 9 
Pg 9

Pg 21 
Pg 21 
Pg 29

3
5
7

6
8
10

30 37 22 12

54201.2- 7-10
54201.2- 9-12 Pg 11 Pg 9 

Pg 11
Pg 29 
Pg 29

7
9

10
12 37 41 27 12

54201.3- 7-10
54201.3- 9-12 Pg 13,5 Pg 9 

Pg 11
Pg 29 
Pg 29

7
9

10
12 37 41 27 12

54201.4- 7-10
54201.4- 9-12
54201.4-12-16

Pg 16
Pg 9 
Pg 11 
Pg 16

Pg 29 
Pg 29 
Pg 29

7
9
12

10
12
16

42 43 30 12

54201.5- 9-12
54201.5-12-16
54201.5-15-19
54201.5-18-21

Pg 21

Pg 11 
Pg 16 
Pg 21 
Pg 21

Pg 29 
Pg 29 
Pg 42 
Pg 42

9
12
15
18

12
16
19
21

50 51 36 15

54201.6-18-21
54201.6-20-24
54201.6-24-28

Pg 29
Pg 21 
Pg 21 
Pg 29

Pg 42 
Pg 42 
Pg 42

18
20
24

21
24
28

64 53 46 15

54201.7-26-30
54201.7-30-34
54201.7-34-38

Pg 36
Pg 36 
Pg 36 
Pg 36

Pg 48 
Pg 48 
Pg 48

26
30
34

30
34
38

83 58 60 17

54201.8-38-42 Pg 42 Pg 36 Pg 48 38 42 83 64 60 17
54201.9-42-46
54201.9-45-50 Pg 48 Pg 42 

Pg 48
Pg 48 
Pg 48

42
45

46
50 97 65 70 17

cable gland  

mode of protection        II 2G Ex e II 
		              II 1D Ex tD A20 IP68

ca
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type 54201

for for fixed wiring (cables) to be used at Ex e II apparatus

EC-Type-Examination-Cerificate DMT 99 ATEX E 106 X

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton or Silicone optional)
pressure ring brass
optional: nickel plated or chromated surfaces
o-ring Perbunan (Viton, or Silicone optional)
optional stainless steel, steel etc.
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cable gland  

mode of protection        II 2G Ex e II 
		              II 1D Ex tD A20 IP68

item number thread  
D2

certified thread  
sizes cable dia-

meter D1

recommended 
centre - to - cen-
tre distance M

L SW B
from to

54202.1- 3- 6
54202.1- 5- 8
54202.1- 7-10

G 3/8“
G 1/8“ 
G 3/8“ 
G 3/8“

G 7/8“ 
G 1“ 
G 1“

3
5
7

6
8
10

30 37 22 12

54202.2- 7-10
54202.2- 9-12 G 1/2“ G 3/8“ 

G 1/2“
G 1“ 
G 1 1/8“

7
9

10
12 37 41 27 12

54202.3- 7-10
54202.3- 9-12
54202.3-12-16

G 5/8“
G 3/8“ 
G 1/2“ 
G 5/8“

G 1“ 
G 1 1/8“ 
G 1 1/2“

7
9
12

10
12
16

42 43 30 12

54202.4-12-16
54202.4-15-19 G 3/4“ G 5/8“ 

G 3/4“
G 1 1/2“ 
G 1 1/2“

12
15

16
19 50 51 36 15

54202.5-12-16
54202.5-15-19
54202.5-20-24

G 1“
G 5/8“ 
G 3/4“ 
G 1“

G 1 1/2“ 
G 1 1/2“ 
G 1 1/2“

12
15
20

16
19
24

57 51 41 15

54202.6-18-21
54202.6-20-24
54202.6-24-28

G 1 1/4“
G 7/8“ 
G 1“ 
G 1 1/8“

G 1 1/2“ 
G 1 1/2“ 
G 1 3/4“

18
20
24

21
24
28

64 53 46 15

54202.7-26-30
54202.7-30-34
54202.7-34-38

G 1 1/2“
G 1 1/8“ 
G 1 1/4“ 
G 1 1/2“

G 2“ 
G 2 1/4“ 
G 2 1/2“

26
30
34

30
34
38

83 58 60 17

54202.8-38-42
54202.8-42-46 G 2“ G 1 3/4“ 

G 1 3/4“
G 2 3/4“ 
G 2 3/4“

38
42

42
46 97 65 70 17

54202.9-45-50
54202.9-48-52
54202.9-52-58

G 2 1/2“
G 2 1/4“ 
G 2“ 
G 2 1/2“

G 3 1/2“ 
G 3 1/2“ 
G 3 1/2“

45
48
52

50
52
58

118 65 85 17

54202.0-59-63
54202.0-63-68
54202.0-68-75

G 3“
G 2 1/2“ 
G 2 3/4“ 
G 3“

G 4“ 
G 4 1/2“ 
G 5“

59
63
68

63
68
75

132 70 95 17

type 54202

for for fixed wiring (cables) to be used at Ex e II apparatus

EC-Type-Examination-Cerificate DMT 99 ATEX E 106 X

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton or Silicone optional)
pressure ring brass
optional: nickel plated or chromated surfaces
o-ring Perbunan (Viton, or Silicone optional)
optional stainless steel, steel etc.
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cable gland  

mode of protection        II 2G Ex e II 
		              II 1D Ex tD A20 IP64

type 54203

for for fixed wiring (cables) to be used at Ex e II apparatus

EC-Type-Examination-Certificate DMT 99 ATEX E 106 X

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton or Silicone optional)
pressure ring brass
optional: nickel plated or chromated surfaces
optional stainless steel, steel etc.

item number thread  
D2

certified  
thread sizes

cable  
diameter 

D1

recommended 
centre - to - cen-
tre distance M

L SW B
from to

54203.1- 3- 6
54203.1- 5- 8
54203.1- 7-10

NPT 3/8“
NPT 1/8“ 
NPT 3/8“ 
NPT 3/8“

NPT 1“ 
NPT 1“ 
NPT 1“

3
5
7

6
8
10

30 40 22 15

54203.2- 7-10
54203.2- 9-12 NPT 1/2“ NPT 3/8“ 

NPT 1/2“
NPT 1“ 
NPT 1 1/4“

7
9

10
12 37 49 27 20

54203.3-12-16
54203.3-15-19 NPT 3/4“ NPT 1/2“ 

NPT 3/4“
NPT 1 1/4“ 
NPT 1 1/2“

12
15

16
19 50 56 36 20

54203.4-12-16
54203.4-15-19
54203.4-20-24

NPT 1“
NPT 1/2“ 
NPT 3/4“ 
NPT 1“

NPT 1 1/4“ 
NPT 1 1/2“ 
NPT 2“

12
15
20

16
19
24

57 61 41 25

54203.5-18-21
54203.5-20-24
54203.5-24-28

NPT 1 1/4“
NPT 3/4“ 
NPT 1“ 
NPT 1 1/4“

NPT 1 1/2“ 
NPT 2“ 
NPT 2“

18
20
24

21
24
28

64 63 46 25

54203.6-26-30
54203.6-30-34
54203.6-34-38

NPT 1 1/2“
NPT 1 1/4“ 
NPT 1 1/4“ 
NPT 1 1/2“

NPT 2 1/2“ 
NPT 2“ 
NPT 2 1/2“

26
30
34

30
34
38

83 67 60 26

54203.7-38-42
54203.7-42-46
54203.7-45-50

NPT 2“
NPT 2“ 
NPT 2“ 
NPT 2“

NPT 2 1/2“ 
NPT 3“ 
NPT 3“

38
42
45

42
46
50

98 88 70 27

54203.8-48-52
54203.8-52-58
54203.8-59-63

NPT 2 1/2“
NPT 2“ 
NPT 2 1/2“ 
NPT 2 1/2“

NPT 3“ 
NPT 3“ 
NPT 3 1/2“

48
52
59

52
58
63

128 88 85 40

54203.9-63-68
54203.9-68-75 NPT 3“ NPT 3“ 

NPT 3“
NPT 3“ 
NPT 4“

63
68

68
75 132 94 95 41
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cable gland 

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54240.10-0
54240.12-0
54240.14-0

M 22 x 1,5
8
9
12

10
12
14

52 73 32 12
0,27
0,26
0,24

54240.16-0
54240.18-0
54240.19-0

M 28 x 1,5
13
15
17

16
18
19

60 91 36 14
0,41
0,40
0,38

54240.21-0
54240.24-0
54240.26-0
54240.28-0

M 36 x 1,5
18
20
22
25

21
24
26
28

72 109 46 18
0,64
0,60
0,56
0,53

54240.32-0
54240.36-0 M 48 x 1,5 28

32
32
36 82 124 55 22 1,06

0,91
54240.38-0
54240.40-0
54240.44-0

M 55 x 1,5
34
36
40

38
40
44

92 135 65 24
1,42
1,32
1,12

54240.46-0
54240.49-0
54240.53-0

M 65 x 1,5
41
44
48

46
49
53

112 140 75 28
1,94
1,76
1,57

54240.57-0
54240.61-0
54240.65-0
54240.68-0

M 80 x 2
52
55
60
64

57
61
65
68

122 152 90 28
2,88
2,64
2,32
2,06

54240.74-0
54240.80-0 M 95 x 2 68

74
74
80 144 167 105 28 3,37

2,81
54240.86-0 M 100 x 2 80 86 160 172 110 28 2,96

type 54240

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 
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cable gland 

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

type 54250

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 

item number thread cable diameter
D1 D2 L1 SW L2 kg

(weight)
54250.10-0
54250.12-0
54250.14-0

Pg 16
8
9
12

10
12
14

52 73 32 12
0,27
0,26
0,24

54250.16-0
54250.18-0
54250.19-0

Pg 21
13
15
17

16
18
19

60 91 36 14
0,41
0,40
0,38

54250.21-0
54250.24-0
54250.26-0
54250.28-0

Pg 29
18
20
22
25

21
24
26
28

72 109 46 18
0,64
0,60
0,56
0,53

54250.32-0
54250.36-0 Pg 36 28

32
32
36 82 124 55 22 1,06

0,91
54250.38-0
54250.40-0
54250.44-0

Pg 42
34
36
40

38
40
44

92 135 65 24
1,42
1,32
1,12

54250.46-0 
54250.49-0 Pg 48 41 

44
46 
49 112 140 75 28 1,94 

1,76
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kg

(weight)
54242.10-M20
54242.12-M20 M 20 x 1,5 8

9
10
12 52 83 32 15 0,38

0,37
54242-10-M22
54242.12-M22
54242.14-M22

M 22 x 1,5
8
9
12

10
12
14

52 83 32 15
0,43
0,42
0,40

54242.10-M25
54242.12-M25
54242.14-M25

M 25 x 1,5
8
9
12

10
12
14

52 83 32 15
0,56
0,55
0,54

54242.16-M25
54242.18-M25 M 25 x 1,5 13

15
16
18 60 98 36 15 0,53

0,52
54242.16-M28
54242.18-M28
54242.19-M28

M 28 x 1,5
13
15
17

16
18
19

60 98 36 15
0,58
0,57
0,55

54242.16-M32
54242.18-M32
54242.19-M32

M 32 x 1,5
13
15
17

16
18
19

60 98 36 15
0,63
0,62
0,70

54242.21-M32
54242.24-M32 M 32 x 1,5 18

20
21
24 72 118 46 15 0,86

0,82
54242.21-M36
54242.24-M36
54242.26-M36
54242.28-M36

M 36 x 1,5
18
20
22
25

21
24
26
28

72 118 46 15
0,91
0,87
0,83
0,80

54242.21-M40
54242.24-M40
54242.26-M40 
54242.28-M40

M 40 x 1,5
18
20
22 
25

21
24
26 
28

72 118 46 15
0,96
0,92
0,88 
0,85

54242.32-M40 M 40 x 1,5 28 32 82 135 55 15 1,21

Page 1 / 2

type 54242

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
twist device brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

item number thread cable diameter
D1 D2 L1 SW L2 kg

(weight)
54242.32-M48
54242.36-M48 M 48 x 1,5 28

32
32
36 82 135 55 15 1,50

1,35
54242-32-M50
54242.36-M50 M 50 x 1,5 28

32
32
36 82 135 55 15 1,56

1,41
54242.38-M50
54242.40-M50 M 50 x 1,5 34

36
38
40 92 145 65 15 1,94

1,84
54242.38-M55
54242.40-M55
54242.44-M55

M 55 x 1,5
34
36
40

38
40
44

92 145 65 15
2,00
1,90
1,70

54242.38-M63
54242.40-M63
54242.44-M63

M 63 x 1,5
34
36
40

38
40
44

92 145 65 15
2,09
1,98
1,79

54242.46-M63
54242.49-M63
54242.53-M63

M 63 x 1,5
41
44
48

46
49
53

112 150 75 15
2,47
2,29
2,10

54242.46-M64
54242.49-M64
54242.53-M64

M 64 x 2
41
44
48

46
49
53

112 150 75 15
2,48
2,30
2,11

54242.46-M65
54242.49-M65
54242.53-M65

M 65 x 1,5
41
44
48

46
49
53

112 150 75 15
2,53
2,35
2,16

54242.57-M72 M 72 x 2 52 57 122 166 90 20 3,67
54242.57-M75
54242.61-M75 M 75 x 1,5 52

55
57
61 122 166 90 20 3,72

3,48
54242.57-M80
54242.61-M80
54242.65-M80
54242.68-M80

M 80 x 2
52
55
60
64

57
61
65
68

122 166 90 20
3,77
3,67
3,56
3,42

54242.74-M95
54242.80-M95 M 95 x 2 68

74
74
80 144 181 105 20 4,68

4,12
54242.86-M100 M 100 x 2 80 86 160 187 110 20 4,30

Page 2 / 2
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kg

(weight)
54252.10-16
54252.12-16
54252.14-16

Pg 16
8
9
12

10
12
14

52 83 32 15
0,43
0,42
0,40

54252.16-21
54252.18-21
54252.19-21

Pg 21
13
15
17

16
18
19

60 98 36 15
0,58
0,57
0,55

54252.21-29
54252.24-29
54252.26-29
54252.28-29

Pg 29
18
20
22
25

21
24
26
28

72 118 46 15
0,91
0,87
0,83
0,80

54252.32-36
54252.36-36 Pg 36 28

32
32
36 82 135 55 15 1,50

1,35
54252.38-42
54252.40-42
54252.44-42

Pg 42
34
36
40

38
40
44

92 145 65 15
2,00
1,90
1,70

54252.46-48 
54252.49-48 Pg 48 41 

44
46 
49 112 150 75 15

type 54252

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
twist device brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland

mode of protection        I M2 EEx e I
                                      II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
D1 L

recommended centre -
to - centre distance 

M
SW

54512. 7- 9
54512. 9- 9 Pg 9 6

7
7
9 38,5 33 24

54512.11-11 Pg 11 9 11 39,5 37 27
54512.13-13 Pg 13,5 11 13,5 39,5 37 27
54512.12-16
54512.14-16
54512.16-16

Pg 16
9
12
14

12
14
16

41 42 30

54512.17-21
54512.19-21
54512.21-21

Pg 21
15
17
19

17
19
21

48,5
50

50 / 64

36
36

36 / 46
54512.24-29
54512.26-29
54512.28-29

Pg 29
21
24
26

24
26
28

60,0 64 46

54512.32-36
54512.35-36
54512.38-36

Pg 36
28
32
35

32
35
38

62,0
76
76

76 / 97

55
55

55 /70
54512.40-42
54512.42-42
54512.44-42

Pg 42
38
40
42

40
42
44

62,0 97 70

54512.47-48
54512.50-48 Pg 48 44

47
47
50 62,0 97 70

type 54512 with Pg-thread

for cables to be used at Ex e I apparatus

EC-Type-Examination-Certificate IBExU03ATEX1099 U

material
trumpet brass
clamp brass
optional: nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
pressure ring steel blue chromatized, brass
optional stainless steel 
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 

mode of protection        I M2 EEx e I
                                      II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
D1 L recommended centre - 

to - centre distance M SW

54532. 7-M14
54532. 9-M14 M 14 x 1,5 6

7
7
9 38,5 33 24

54532.11-M20
54532.13.5-M20 M 20 x 1,5 9

11
11

13,5 39,5 37 27

54532.12-M22
54532.14-M22
54532.16-M22

M 22 x 1,5
9
12
14

12
14
16

41,0 42 30

54532.17-M28
54532.19-M28
54532.21-M28

M 28 x 1,5
15
17
19

17
19
21

48,5
50
50

50 / 64

36
36

36 / 46
54532.21-M36
54532.24-M36
54532.26-M36
54532.28-M36

M 36 x 1,5
18
21
24
26

21
24
26
28

60,0 64 46

54532.32-M48
54532.35-M48
54532.38-M48

M 48 x 1,5
28
32
35

32
35
38

62,0
76
76

76 / 97

55
55

55 / 70
54532.40-M55
54532.42-M55
54532.44-M55

M 55 x 1,5
38
40
42

40
42
44

62,0 97 70

54532.47-M65
54532.50-M65
54532.53-M65

M 65 x 1,5
44
47
50

47
50
53

62,0 97 70

type 54532 with metric thread

for cables to be used at Ex e I apparatus

EC-Type-Examination-Certificate IBExU03ATEX1099 U

material
trumpet brass
clamp brass
optional: nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
pressure ring steel blue chromatized, brass
optional stainless steel 
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
D1 L recommanded centre - 

to - centre distance M SW

54523. 7- 9
54523. 9- 9 Pg 9 6

7
7
9 55,5 33 24

54523.11-11 Pg 11 9 11 57,5 37 27
54523.13.5-13.5 Pg 13,5 11 13,5 57,5 37 27

54523.12-16
54523.14-16
54523.16-16

Pg 16
9
12
14

12
14
16

60,0 42 30

54523.17-21
54523.19-21
54523.21-21

Pg 21
15
17
19

17
19
21

72,5
50
50

50 / 64

36
36

36 / 46
54523.24-29
54523.26-29
54523.28-29

Pg 29
21
24
26

24
26
28

81,0
84,0
84,0

64 46

54523.32-36
54523.35-36
54523.38-36

Pg 36
28
32
35

32
35
38

93,0
93,0
96,0

76
76

76 / 97

55
55

55 /70
54523.40-42
54523.42-42
54523.44-42

Pg 42
38
40
42

40
42
44

96,0 97 70

54523.47-48
54523.50-48 Pg 48 44

47
47
50 102,0 97 70

type 54523 with Pg-thread
54543 with metric thread

for cables to be used at  Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU03ATEX1081

Various cable gland thread sizes are certified for the 
type 54543, besides those mentioned on page 2.

material
trumpet brass
clamp brass
adapter brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring EPDM (Viton, Neoprene or Silicone optional)
optional steel or stainless steel

Page 1 / 2
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

item number thread
d2

cable diameter
d3 L1 recommanded centre - 

to - centre distance M SW

54543. 7-M14
54543. 9-M14 M 14 x 1,5 6

7
7
9 55,5 33 24

54543. 7-M16
54543.11-M16 M 16 x 1,5 6

9
7
11

55,5
57,5

33
37

24
27

54543.11-M18
54543.13.5-M18 M 18 x 1,5 9

11
11

13,5 57,5 37 27

54543. 9-M20
54543.11-M20
54543.12-M20

54543.13.5-M20
54543.14-M20
54543.16-M20

M 20 x 1,5

7
9
9
11
12
14

9
11
12

13,5
14
16

55,5
57,5
60,0
57,5
60,0
60,0

33
37
42
37
42
42

24
27
30
27
30
30

54543.12-M22
54543.14-M22
54543.16-M22

M 22 x 1,5
9
12
14

12
14
16

60,0 42 30

54543.12-M25
54543.14-M25
54543.16-M25
54543.17-M25

M 25 x 1,5
9
12
14
15

12
14
16
17

60,0
60,0
60,0
72,5

42
42
42
50

30
30
30
36

54543.17-M27
54543.19-M27
54543.21-M27

M 27 x 1,5
15
17
19

17
19
21

72,5 50 36

54543.17-M28
54543.19-M28
54543.21-M28

M 28 x 1,5
15
17
19

17
19
21

72,5 50
36
36

36 /46
54543.17-M32
54543.19-M32
54543.21-M32
54543.24-M32

M 32 x 1,5
15
17
19
21

17
19
21
24

72,5
72,5
72,5
81,0

50
50
50
64

36
36
36
46

54543.24-M36
54543.26-M36
54543.28-M36

M 36 x 1,5
21
24
26

24
26
28

81,0
84,0
84,0

64 46

54543.21-M40
54543.24-M40
54543.26-M40
54543.28-M40
54543.32-M40

M 40 x 1,5

19
21
24
26
28

21
24
26
28
32

72,5
81,0
84,0
84,0
93,0

64
64
64
64
76

46
46
46
46
55

54543.32-M50
54543.35-M50
54543.38-M50

M 50 x 1,5
28
32
35

32
35
38

93,0
93,0
96,0

76 55

54543.38-M63
54543.40-M63
54543.42-M63
54543.44-M63
54543.47-M63
54543.50-M63
54543.53-M63

M 63 x 1,5

35
38
40
42
44
47
50

38
40
42
44
47
50
53

96,0
96,0
96,0
96,0
102,0
102,0
102,0

97 70
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66/68

type 54553 with ISO 228-G thread

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU03ATEX1081

material
trumpet brass
clamp brass
adapter brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring EPDM (Viton, Neoprene or Silicone optional)
optional steel or stainless steel

item number thread
D2

cable diameter
D1 L recommended centre - 

to - centre distance M SW

54553. 7-G3/8
54553. 9-G3/8 G 3/8“ 6

7
7
9 55,5 33 24

54553. 9-G1/2
54553.11-G1/2

54553.13.5-G1/2
G 1/2“

7
9
11

9
11

13,5

55,5
57,5
57,5

33
37
37

24
27
27

54553. 7-G5/8
54553.11-G5/8
54553.12-G5/8

54553.13.5-G5/8
54553.14-G5/8
54553.16-G5/8

G 5/8“

7
9
9
11
12
14

9
11
12

13,5
14
16

55,5
57,5
60,0
57,5
60,0
60,0

33
37
42
37
42
42

24
27
30
27
30
30

54553.17-G3/4
54553.19-G3/4
54553.21-G3/4
54553.24-G3/4
54553.26-G3/4

G 3/4“

15
17
19
21
24

17
19
21
24
26

72,5
72,5
72,5
81,0
84,0

50
50

50 / 64
64
64

36
36

36 / 46
46
46

54553.17-G7/8 
54553.19-G7/8 
54553.21-G7/8 
54553.24-G7/8 
54553.26-G7/8

G 7/8“

15 
17 
19 
21 
24

17 
19 
21 
24 
26

72,5 
72,5 
72,5 
81,0 
84,0

50 
50 

50 / 64 
64 
64

36 
36 

36 / 46 
46 
46

54553.21-G1
54553.24-G1
54553.26-G1

G 1“
19
21
24

21
24
26

72,5
81,0
84,0

64 46

54553.21-G1 1/8 
54553.24-G1 1/8 
54553.26-G1 1/8 
54553.28-G1 1/8

G 1 1/8“
19 
21 
24 
26

21 
24 
26 
28

72,5 
81,0 
84,0 
84,0

64 46

54553.32-G1 1/4 G 1 1/4“ 28 32 93,0 76 55

page 1/2
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

page 2/2

item number thread
D2

cable diameter
D1 L recommended centre - 

to - centre distance M SW

54553.32-G1 1/2
54553.35-G1 1/2
54553.38-G1 1/2
54553.40-G1 1/2

G 1 1/2“
28
32
35
38

32
35
38
40

93,0
93,0
96,0
96,0

76
76

76 / 97
97

55
55

55 / 70
70

54553.38-G1 3/4 
54553.40-G1 3/4 
54553.42-G1 3/4 
54553.44-G1 3/4

G 1 3/4“
35 
38 
40 
42

38 
40 
42 
44

96,0 
96,0 
96,0 
96,0

97 70

54553.38-G2
54553.40-G2
54553.42-G2
54553.44-G2
54553.47-G2
54553.50-G2

G 2“

35
38
40
42
44
47

38
40
42
44
47
50

96,0
96,0
96,0
96,0
102,0
102,0

97 70
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
 D1 L recommended centre - 

to - centre distance M SW

54563. 7-N1/4 
54563. 9-N1/4 NPT 1/4“ 6 

7
7 
9

55,5 
55,5 33 24

54563. 7-N3/8
54563. 9-N3/8
54563.11-N3/8

54563.13.5-N3/8
NPT 3/8“

6
7
9
11

7
9
11

13,5

55,5
55,5
57,5
57,5

33
33
37
37

24
24
27
27

54563. 9-N1/2
54563.11-N1/2
54563.12-N1/2

54563.13.5-N1/2
54563.14-N1/2
54563.16-N1/2

NPT 1/2“

7
9
9
11
12
14

9
11
12

13,5
14
16

55,5
57,5
60,0
57,5
60,0
60,0

33
37
37
42
42
42

24
27
27
30
30
30

54563.17-N3/4
54563.19-N3/4
54563.21-N3/4
54563.24-N3/4
54563.26-N3/4

NPT 3/4“

15
17
19
21
24

17
19
21
24
26

72,5
72,5
72,5
81,0
84,0

50
50

50 / 64
64
64

36
36

36 / 46
46
46

54563.21-N1
54563.24-N1
54563.26-N1
54563.28-N1

NPT 1“
19
21
24
26

21
24
26
28

72,5
81,0
84,0
84,0

64 46

54563.32-N1 1/4 NPT 1 1/4“ 28 32 93,0 76 55
54563.32-N1 1/2
54563.35-N1 1/2
54563.38-N1 1/2
54563.40-N1 1/2

NPT 1 1/2“
28
32
35
38

32
35
38
40

93,0
93,0
96,0
96,0

76
76

76 / 97
97

55
55

55 / 70
70

54563.38-N2
54563.40-N2
54563.42-N2
54563.44-N2
54563.47-N2
54563.50-N2

NPT 2“

35
38
40
42
44
47

38
40
42
44
47
50

96,0
96,0
96,0
96,0
102,0
102,0

97 70

type 54563 with NPT thread

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU03ATEX1081

material
trumpet brass
clamp brass
adapter brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
optional steel or stainless steel
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland  

mode of protection	 I M2 Ex e I
                                       II 2G Ex e II 
		               II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54340.10-0
54340.12-0
54340.14-0

M 22 x 1,5
8
9
12

10
12
14

52 64 32 12
0,27
0,26
0,24

54340.16-0
54340.18-0
54340.19-0

M 28 x 1,5
13
15
17

16
18
19

60 82 36 14
0,41
0,40
0,38

54340.21-0
54340.24-0
54340.26-0
54340.28-0

M 36 x 1,5
18
20
22
25

21
24
26
28

72 95 46 18
0,64
0,60
0,56
0,53

54340.32-0
54340.36-0 M 48 x 1,5 28

32
32
36 82 113 55 22 1,06

0,91
54340.38-0
54340.40-0
54340.44-0

M 55 x 1,5
34
36
40

38
40
44

92 125 65 24
1,42
1,32
1,12

54340.46-0
54340.49-0
54340.53-0

M 64 x 2
41
44
48

46
49
53

112 132 75 28
1,94
1,76
1,57

54340.57-0
54340.61-0
54340.65-0
54340.68-0

M 80 x 2
52
55
60
64

57
61
65
68

122 144 90 28
2,88
2,64
2,32
2,06

54340.74-0
54340.80-0 M 95 x 2 68

74
74
80 144 159 105 28 3,37

2,81
54340.86-0 M 100 x 2 80 86 160 164 110 28 2,96

type 54340

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland  

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54350.10-0
54350.12-0
54350.14-0

Pg 16
8
9
12

10
12
14

52 64 32 12
0,27
0,26
0,24

54350.16-0
54350.18-0
54350.19-0

Pg 21
13
15
17

16
18
19

60 82 36 14
0,41
0,40
0,38

54350.14-29-0
54350.16-29-0
54350.19-29-0

Pg 29
11
13
16

14
16
19

62 92 46 18
0,52
0,48
0,46

54350.21-0
54350.24-0
54350.26-0
54350.28-0

Pg 29
18
20
22
25

21
24
26
28

72 95 46 18
0,64
0,60
0,56
0,53

54350.32-0
54350.36-0 Pg 36 28

32
32
36 82 113 55 22 1,06

0,91
54350.38-0
54350.40-0
54350.44-0

Pg 42
34
36
40

38
40
44

92 125 65 24
1,42
1,32
1,12

54350.46-0 
54350.49-0 Pg 48 41 

44
46 
49 112 132 75 28 1,94 

1,76

type 54350

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54342.10-M20
54342.12-M20 M 20 x 1,5 8

9
10
12 52 70 32 12 0,35

0,34
54342-10-M22
54342.12-M22
54342.14-M22

M 22 x 1,5
8
9
12

10
12
14

52 70 32 12
0,39
0,38
0,36

54342.10-M25
54342.12-M25
54342.14-M25

M 25 x 1,5
8
9
12

10
12
14

52 70 32 12
0,53
0,52
0,51

54342.16-M25 M 25 x 1,5 13 16 60 85 36 15 0,49
54342.16-M28
54342.18-M28
54342.19-M28

M 28 x 1,5
13
15
17

16
18
19

60 85 36 15
0,55
0,54
0,52

54342.16-M32
54342.18-M32
54342.19-M32

M 32 x 1,5
13
15
17

16
18
19

60 85 36 15
0,60
0,59
0,67

54342.21-M32
54342.24-M32 M 32 x 1,5 18

20
21
24 72 100 46 15 0,83

0,79
54342.21-M36
54342.24-M36
54342.26-M36
54342.28-M36

M 36 x 1,5
18
20
22
25

21
24
26
28

72 100 46 15
0,86
0,82
0,78
0,75

54342.21-M40
54342.24-M40
54342.26-M40
54342.28-M40

M 40 x 1,5
18
20
22
25

21
24
26
28

72 100 46 15
0,88
0,84
0,80

54342.32-M40 M 40 x 1,5 28 32 82 120 55 17 1,40

type 54342

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54342.32-M48
54342.36-M48 M 48 x 1,5 28

32
32
36 82 120 55 17 1,42

1,27
54342-32-M50
54342.36-M50 M 50 x 1,5 28

32
32
36 82 120 55 17 1,27

1,12
54342.38-M50
54342.40-M50 M 50 x 1,5 34

36
38
40 92 130 65 17 1,65

1,55
54342.38-M55
54342.40-M55
54342.44-M55

M 55 x 1,5
34
36
40

38
40
44

92 130 65 17
1,88
1,78
1,58

54342.38-M63
54342.40-M63
54342.44-M63

M 63 x 1,5
34
36
40

38
40
44

92 130 65 17
1,97
1,86
1,67

54342.46-M63
54342.49-M63
54342.53-M63

M 63 x 1,5
41
44
48

46
49
53

112 140 75 17
2,37
2,19
2,00

54342.46-M64
54342.49-M64
54342.53-M64

M 64 x 2
41
44
48

46
49
53

112 140 75 17
2,38
2,20
2,01

54342.46-M65
54342.49-M65
54342.53-M65

M 65 x 1,5
41
44
48

46
49
53

112 140 75 17
2,43
2,25
2,06

54342.57-M72 M 72 x 2 52 57 122 150 90 17 3,57
54342.57-M75
54342.61-M75 M 75 x 1,5 52

55
57
61 122 150 90 17 3,62

3,48
54342.57-M80
54342.61-M80
54342.65-M80
54342.68-M80

M 80 x 2
52
55
60
64

57
61
65
68

122 150 90 17
3,52
3,43
3,34
3,21

54342.74-M94
54342.80-M94 M 94 x 2 68

74
74
80 144 165 105 17 4,58

4,02
54342.74-M95
54342.80-M95 M 95 x 2 68

74
74
80 144 165 105 17 4,58

4,02
54342.86-M100 M 100 x 2 80 86 160 110 20 4,20
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland
with adapter

mode of protction        I M2 Ex e I
                                    II 2G Ex e II 
		            II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54352.10-16
54352.12-16
54352.14-16

Pg 16
8
9
12

10
12
14

52 70 32 12
0,39
0,38
0,36

54352.16-21
54352.18-21
54352.19-21

Pg 21
13
15
17

16
18
19

60 85 36 15
0,55
0,54
0,52

54352.21-29
54352.24-29
54352.26-29
54352.28-29

Pg 29
18
20
22
25

21
24
26
28

72 100 46 15
0,86
0,82
0,78
0,75

54352.32-36
54352.36-36 Pg 36 28

32
32
36 82 120 55 17 1,42

1,27
54352.38-42
54352.40-42
54352.44-42

Pg 42
34
36
40

38
40
44

92 130 65 17
1,88
1,78
1,58

54352.46-48 
54352.49-48 Pg 48 41 

44
46 
49 112 140 75 17

type 54352

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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cable gland
with adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
	  	             II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54642.10-N012
54642.10-N034
54642.12-N012
54642.12-N034
54642.14-N034

NPT 1/2“
NPT 3/4“
NPT 1/2“
NPT 3/4“
NPT 3/4“

8
8
9
9
12

10
10
12
12
14

52 88 32 20

0,49
0,49
0,48
0,48
0,46

54642.16-N034 NPT 3/4“ 13 16 60 103 36 20 0,65
54642.16-N100
54642.18-N100
54642.19-N100

NPT 1“
13
15
17

16
18
19

60 108 36 25
0,65
0,64
0,62

54642.21-N100
54642.24-N100 NPT 1“ 18

20
21
24 72 128 46 25 0,96

0,92
54642.21-N114
54642.24-N114
54642.26-N114
54642.28-N114

NPT 1 1/4“
18
20
22
25

21
24
26
28

72 129 46 26
0,96
0,92
0,88
0,85

54642.32-N114
54642.32-N112
54642.36-N112

NPT 1 1/4“
NPT 1 1/2“
NPT 1 1/2“

28
28
32

32
32
36

82 146 55 26
1,52
1,52
1,37

54642.38-N112 NPT 1 1/2“ 34 38 92 156 65 26 2,38
54642.38-N200
54642.40-N200
54642.44-N200

NPT 2“
34
36
40

38
40
44

92 157 65 27
2,38
2,28
2,08

54642.46-N200
54642.49-N200 NPT 2“ 41

44
46
49 112 162 75 27 3,11

2,93
54642.46-N212
54642.49-N212
54642.53-N212

NPT 2 1/2“
41
44
48

46
49
53

112 175 75 40
3,11
2,93
2,74

54642.57-N212
54642.61-N212 NPT 2 1/2“ 52

55
57
61 122 186 90 40 4,56

4,32
54642.57-N300
54642.61-N300
54642.65-N300
54642.68-N300

NPT 3“
52
55
60
64

57
61
65
68

122 188 90 42
4,56
4,32
4,00
4,24

54642.74-N300 NPT 3“ 68 74 144 203 105 42 5,58
54642.74-N312
54642.80-N312 NPT 3 1/2“ 68

74
74
80 144 204 105 43 5,58

6,02
54642.86-N312 NPT 3 1/2“ 80 86 160 210 110 43 5,22

Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

type 54642

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 
with tubular adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

type 54188

for cables to be used at  Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1032

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
lok nut brass
thread clamp steel, blue chromated
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)

item number thread cable diameter
D1 D2 L1 SW L2

54188.10-M20
54188.12-M20 M 20 x 1,5 8

9
10
12 52 70 32 12

54188.10-M22
54188.12-M22
54188.14-M22

M 22 x 1,5
8
9
12

10
12
14

52 70 32 12

54188.10-M25
54188.12-M25
54188.14-M25

M 25 x 1,5
8
9
12

10
12
14

52 70 32 12

54188.16-M25 M 25 x 1,5 13 16 60 85 36 15
54188.16-M28
54188.18-M28
54188.19-M28

M 28 x 1,5
13
15
17

16
18
19

60 85 36 15

54188.16-M32
54188.18-M32
54188.19-M32

M 32 x 1,5
13
15
17

16
18
19

60 85 36 15

54188.21-M32
54188.24-M32 M 32 x 1,5 18

20
21
24 72 100 46 15

54188.21-M36
54188.24-M36
54188.26-M36
54188.28-M36

M 36 x 1,5
18
20
22
25

21
24
26
28

72 100 46 15

54188.21-M40
54188.24-M40
54188.26-M40
54188.28-M40

M 40 x 1,5
18
20
22
25

21
24
26
28

72 100 46 15

54188.32-M40 M 40 x 1,5 28 32 82 120 55 17
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

page 2/2

item number thread cable diameter
D1 D2 L1 SW L2

54188.32-M48
54188.36-M48 M 48 x 1,5 28

32
32
36 82 120 55 17

54188-32-M50
54188.36-M50 M 50 x 1,5 28

32
32
36 82 120 55 17

54188.38-M50
54188.40-M50 M 50 x 1,5 34

36
38
40 92 130 65 17

54188.38-M55
54188.40-M55
54188.44-M55

M 55 x 1,5
34
36
40

38
40
44

92 130 65 17

54188.38-M63
54188.40-M63
54188.44-M63

M 63 x 1,5
34
36
40

38
40
44

92 130 65 17

54188.46-M63
54188.49-M63
54188.53-M63

M 63 x 1,5
41
44
48

46
49
53

112 140 75 17

54188.46-M64
54188.49-M64
54188.53-M64

M 64 x 2
41
44
48

46
49
53

112 140 75 17

54188.46-M65
54188.49-M65 M 65 x 1,5 41

44
46
49 112 140 75 17

54188.57-M72 M 72 x 2 52 57 122 150 90 17
54188.57-M75
54188.61-M75 M 75 x 1,5 52

55
57
61 122 150 90 17

54188.57-M80
54188.61-M80
54188.65-M80
54188.68-M80

M 80 x 2
52
55
60
64

57
61
65
68

122 150 90 17

54188.74-M94
54188.80-M94 M 94 x 2 68

74
74
80 144 165 105 17

54188.74-M95
54188.80-M95 M 95 x 2 68

74
74
80 144 165 105 17

54188.86-M100 M 100 x 2 80 86 160 172 110 20
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland 
with tubular adapter

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2

54188.10-16
54188.12-16
54188.14-16

Pg 16
8
9
12

10
12
14

52 70 32 12

54188.16-21
54188.18-21
54188.19-21

Pg 21
13
15
17

16
18
19

60 85 36 15

54188.21-29
54188.24-29
54188.26-29
54188.28-29

Pg 29
18
20
22
25

21
24
26
28

72 100 46 15

54188.32-36
54188.36-36 Pg 36 28

32
32
36 82 120 55 17

54188.38-42
54188.40-42
54188.44-42

Pg 42
34
36
40

38
40
44

92 130 65 17

54188.46-48
54188.49-48 Pg 48 41

44
46
49 112 140 75 17

type 54188

for cables to be used at  Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1032

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
lok nut brass
thread clamp steel, blue chromated
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl
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ds

cable gland 
with 90° elbow

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 L1 L2 L3

54257.21-29
54257.24-29
54257.26-29
54257.28-29

Pg 29
18
20
22
25

21
24
26
28

162,5 12 70

54257.21-M36
54257.24-M36
54257.26-M36
54257.28-M36

M 36 x 1,5
18
20
22
25

21
24
26
28

162,5 12 70

type 54257

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1031

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
90 elbow grey cast, blue chromated
twist device cast brass
pressure ring steel, blue chromated or brass
optional: nickel plated or chromated surfaces
sealing EPDM
sealing ring EPDM
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Electrical engineering 
for dangerous areas

ca
bl
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ds

cable gland
with flange

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54345.01-10
54345.01-12
54345.01-14

M 22 x 1,5
8
9
12

10
12
14

52 70 32 62/100
32/70

0,86
0,84
0,83

54345.01-16
54345.01-18
54345.01-19

M 28 x 1,5
13
15
17

16
18
19

60 85 36 62/100
32/70

0,98
0,97
0,95

54345.01-21
54345.01-24
54345.01-26
54345.01-28

M 36 x 1,5

18
20
22
25

21
24
26
28

72 100 46 62/100
32/70

1,25
1,21
1,18
1,15

54345.01-32
54345.01-36 M 48 x 1,5 28

32
32
36 82 120 55 62/100

32/70
1,60
1,50

type 54345.01

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing,
sealing plate EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

cable gland
with flange

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54345.02-21
54345.02-24
54345.02-26
54345.02-28

M 36 x 1,5

18
20
22
25

21
24
26
28

72 100 46 95/142
65/112

2,39
2,35
2,31
2,29

54345.02-32
54345.02-36 M 48 x 1,5 28

32
32
36 82 120 55 95/142

65/112
2,78
2,69

54345.02-38
54345.02-40
54345.02-44

M 55 x 1,5
34
36
40

38
40
44

92 130 65 95/142
65/112

3,18
3,07
2,84

54345.02-46
54345.02-49
54345.02-53

M 64 x 2
41
44
48

46
49
53

112 140 75 95/142
65/112

3,70
3,52
3,33

54345.02-57
54345.02-61
54345.02-65
54345.02-68

M 80 x 2

52
55
60
64

57
61
65
68

122 155 90 95/142
65/112

4,82
4,31
4,00
3,74

type 54345.02

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing,
sealing plate EPDM (Viton, Neoprene or Silicone optional)

  GmbH El.-Ap. • Kruppstr. 196 • D-45472 Mülheim an der Ruhr • Tel.: (0208) 4 95 09 -0 • Fax:  (0208) 4 95 09 -27 • E-Mail: info@gothe.de • Internet: www.gothe.de



Electrical engineering 
for dangerous areas

ca
bl

e 
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ds

cable gland
with flange

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54345.03-46
54345.03-49
54345.03-53

M 64 x 2
41
44
48

46
49
53

112 140 75 120/147
85/112

4,45
4,27
4,08

54345.03-57
54345.03-61
54345.03-65
54345.03-68

M 80 x 2

52
55
60
64

57
61
65
68

122 155 90 120/147
85/112

5,31
5,07
4,75
4,49

54345.03-74
54345.03-80 M 95 x 2 68

74
74
80 144 170 105 120/147

85/112
5,59
5,03

54345.03-86 M 100 x 2 80 86 160 175 110 120/147
85/112 5,08

type 54345.03

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing,
sealing plate EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
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ds

cable gland
with flange

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54355.01-10
54355.01-12
54355.01-14

Pg 16
8
9
12

10
12
14

52 70 32 62/100
32/70

0,86
0,84
0,83

54355.01-16
54355.01-18
54355.01-19

Pg 21
13
15
17

16
18
19

60 85 36 62/100
32/70

0,98
0,97
0,95

54355.01-21
54355.01-24
54355.01-26
54355.01-28

Pg 29

18
20
22
25

21
24
26
28

72 100 46 62/100
32/70

1,25
1,21
1,18
1,15

54355.01-32
54355.01-36 Pg 36 28

32
32
36 82 120 55 62/100

32/70
1,60
1,50

type 54355.01

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing,
sealing plate EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas
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cable gland
with flange

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54355.02-21
54355.02-24
54355.02-26
54355.02-28

Pg 29

18
20
22
25

21
24
26
28

72 100 46 95/142
65/112

2,39
2,35
2,31
2,29

54355.02-32
54355.02-36 Pg 36 28

32
32
36 82 120 55 95/142

65/112
2,78
2,69

54355.02-38
54355.02-40
54355.02-44

Pg 42
34
36
40

38
40
44

92 130 65 95/142
65/112

3,18
3,07
2,84

type 54355.02

for cables to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing,
sealing plate EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas
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cable gland 
with flange

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP66

item number cable diameter
D1

fixing flange holes
mm

kgs
(weight)

54158.141 39 41 65 x 112 4,1
54158.144 41 44 65 x 112 4,1
54158.147 44 47 65 x 112 4,1
54158.150 47 50 65 x 112 4,1
54158.153 50 53 65 x 112 4,1
54158.156 53 56 65 x 112 4,1
54158.259 56 59 65 x 112 4,8
54158.262 59 62 65 x 112 4,8
54158.265 62 65 65 x 112 4,8
54158.268 65 68 65 x 112 4,8
54158.370 67 70 85 x 112 5,3
54158.373 70 73 85 x 112 5,3
54158.376 73 76 85 x 112 5,3
54158.379 76 79 85 x 112 5,3
54158.382 79 82 85 x 112 5,3
54158.385 82 85 85 x 112 5,3

type 54158

for armoured cables to be used at EEx e I / II apparatus

EC-Type-Examination-Certificate IBExU04ATEX1064

material
flange and gland grey cast, hot-dip galvanized
pull relief malleable cast iron, blue chromated
contakt ring with
protective earth conductor brass, finely straned cables

optional: nickel plated, chromated 
surfaces or coated

sealing EPDM

  GmbH El.-Ap. • Kruppstr. 196 • D-45472 Mülheim an der Ruhr • Tel.: (0208) 4 95 09 -0 • Fax:  (0208) 4 95 09 -27 • E-Mail: info@gothe.de • Internet: www.gothe.de



Electrical engineering 
for dangerous areas
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cable gland 
with flange

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP66

item number E-F cable diameter
d1 A-B H kgs

(weight)
54144.135
54144.140
54144.145
54144.148

65 x 112
M8

30
35
40
45

35
40
45
48

130 x 115 130 7,5

54144.240
54144.245
54144.250
54144.255
54144.260

65 x 112 
M8

35
40
45
50
55

40
45
50
55
60

150 x 130 140 8,6

54144.360
54144.365
54144.370
54144.375
54144.380

65 x 112
M8
and

85 x 112
M10

55
60
65
70
75

60
65
70
75
80

175 x 140 143 9,9

type 54144

for cables to be used at EEx e I / II apparatus

EC-Type-Examination-Certificate IBExU04ATEX1065

material
cable gland brass
flange grey cast, hot-dip galvanized
contakt ring with
protective earth conductor brass, finely straned cables

adapter ring brass
pressure ring grey cast

optional: nickel plated, chromated 
surfaces or coated

sealing ring / sealing plate NBR / EPDM
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Electrical engineering 
for dangerous areas
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cable gland (two-parted)
with sealing and adapter ring

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP6X

item number
complete with adapter ring and sealing

cable diameter
min.     max. type of cable kgs

(weight)

5410.92 45 - 66 mm

high voltage cable with 
core insulation of thermo-
plastic synthetic material 

with final seal 
35 - 70 mm²

7,10

item number description kgs
(weight)

5410.92-1 cable gland 4,30
5410.26 adapter ring 2,70

5729 sealing 0,10

spare parts

type 5410.92

for medium and high voltage cables to be used at 
EEx e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 051

material
cable gland spheric cast
adapter ring grey cast iron 
socket head screws M 8x35 class 12.9, blue chromated
sealing EPDM
coat of paint RAL 3002 (red)
optional custom colours possible
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Electrical engineering 
for dangerous areas
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item number
complete with adapter ring and sealing

cable diameter
min.     max. type of cable kgs

(weight)

5410.108 50 - 72 mm

high voltage cable with core 
insulation of thermoplastic 
synthetic material with final 

seal 
70 - 95 mm²

9,00

item number description kgs
(weight)

5410.108-1 cable gland 5,30
54125.108-3 adapter ring 3,60

53110.6-7 sealing 0,10

spare parts

cable gland (two-parted)
with sealing and adapter ring

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP6X

type 5410.108

for medium and high voltage cables to be used at 
EEx e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 051

material
cable gland spheric cast
adapter ring grey cast iron 
socket head screws M 8x35 class 12.9, blue chromated
sealing EPDM
coat of paint RAL 3002 (red)
optional custom colours possible
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Electrical engineering 
for dangerous areas
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item number
complete with adapter ring and sealing

cable diameter
min.     max. type of cable kgs

(weight)

5410.108-6 50 - 72 mm

high voltage cable with core 
insulation of thermoplastic 
synthetic material with final 

seal 
70 - 95 mm²

9,00

item number description kgs
(weight)

5410.108-1 cable gland 5,30
5410.95-3 adapter ring 3,60

5729 sealing 0,10

spare parts

cable gland (two-parted)
with sealing and adapter ring

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP6X

type 5410.108-6

for medium and high voltage cables to be used at 
EEx e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 051

material
cable gland spheric cast
adapter ring grey cast iron 
socket head screws M 8x35 class 12.9, blue chromated
sealing EPDM
coat of paint RAL 3002 (red)
optional custom colours possible
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Electrical engineering 
for dangerous areas
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item number
complete with adapter ring and sealing

cable diameter
min.     max. type of cable kgs

(weight)

5410.133 72 - 100 mm

high voltage cable with core 
insulation of thermoplastic 
synthetic material with final 

seal 
95 - 240 mm²

11,00

item number description kgs
(weight)

5410.133-1 cable gland 7,10
54125.133-3 adapter ring 3,80

53110.6-7 sealing 0,10

spare parts

cable gland (two-parted)
with sealing and adapter ring

mode of protection        I M2 EEx e I
                                      II 2G EEx e II 
		              II 1D IP6X

type 5410.133

for medium and high voltage cables to be used at 
EEx e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 051

material
cable gland spheric cast
adapter ring grey cast iron 
socket head screws M 8x35 class 12.9, blue chromated
sealing EPDM
coat of paint RAL 3002 (red)
optional custom colours possible
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Electrical engineering 
for dangerous areas
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item number thread sw 1 sw 2 a b
54284.M 24X1 M 24 x 1 30 8 4 10
54284.M 25X1 M 25 x 1 30 8 4 10
54284.M 27X1 M 27 x 1 36 8 4 10
54284.M 30X1 M 30 x 1 41 10 4 10
54284.M 32X1 M 32 x 1 41 10 4 10
54284.M 36X1 M 36 x 1 46 10 4 10
54284.M 38X1 M 38 x 1 46 10 4 10

54284.M 12 M 12 x 1,5 17 6 4 10
54284.M 14 M 14 x 1,5 20 6 4 10
54284.M 16 M 16 x 1,5 22 6 4 10
54284.M 18 M 18 x 1,5 27 6 4 10
54284.M 20 M 20 x 1,5 27 6 4 10
54284.M 22 M 22 x 1,5 27 6 4 10
54284.M 24 M 24 x 1,5 30 8 4 10
54284.M 25 M 25 x 1,5 30 8 4 10
54284.M 27 M 27 x 1,5 36 8 4 10
54284.M 28 M 28 x 1,5 36 8 4 10
54284.M 30 M 30 x 1,5 41 10 4 10
54284.M 32 M 32 x 1,5 41 10 4 10
54284.M 36 M 36 x 1,5 46 10 4 10
54284.M 38 M 38 x 1,5 46 10 4 10
54284.M 40 M 40 x 1,5 46 10 4 10
54284.M 45 M 45 x 1,5 55 10 4 10
54284.M 48 M 48 x 1,5 60 10 4 10
54284.M 50 M 50 x 1,5 60 10 4 10
54284.M 55 M 55 x 1,5 60 10 4 10
54284.M 60 M 60 x 1,5 70 10 4 10

Page 1/2

plug
 

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP68

type 54284

to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 008

material
plug brass
optional: nickel plated or chromated surfaces
o-ring NBR, (Viton, Silicone, Neoprene optional)
optional stainless steel or steel
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item number thread sw 1 sw 2 a b
54284.M 63 M 63 x 1,5 70 10 4 10
54284.M 64 M 64 x 1,5 70 10 4 10
54284.M 65 M 65 x 1,5 70 10 4 10
54284.M 72 M 72 x 1,5 85 10 5 15
54284.M 75 M 75 x 1,5 90 10 5 15
54284.M 80 M 80 x 1,5 90 10 5 15
54284.M 90 M 90 x 1,5 100 10 5 15
54284.M 94 M 94 x 1,5 105 10 5 15
54284.M 95 M 95 x 1,5 105 10 5 15
54284.M100 M 100 x 1,5 110 10 5 17
54284.M110 M 110 x 1,5 120 10 5 17
54284.M120 M 120 x 1,5 130 10 5 20
54284.M140 M 140 x 1,5 150 10 5 20

54284.M 63X2 M 63 x 2 70 10 4 10
54284.M 64X2 M 64 x 2 70 10 4 10
54284.M 65X2 M 65 x 2 70 10 4 10
54284.M 72X2 M 72 x 2 85 10 5 15
54284.M 74X2 M 74 x 2 90 10 5 15
54284.M 75X2 M 75 x 2 90 10 5 15
54284.M 80X2 M 80 x 2 90 10 5 15
54284.M 85X2 M 85 x 2 95 10 5 15
54284.M 90X2 M 90 x 2 100 10 5 15
54284.M 94X2 M 94 x 2 105 10 5 15
54284.M 95X2 M 95 x 2 105 10 5 15
54284.M100X2 M 100 x 2 110 10 5 15
54284.M110X2 M 110 x 2 120 10 5 17
54284.M120X2 M 120 x 2 130 10 5 20
54284.M140X2 M 140 x 2 150 10 5 20

Page 2/2

Electrical engineering 
for dangerous areas

ca
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Electrical engineering 
for dangerous areas

item number thread sw 1 sw 2 a b
54284.PG 7 Pg 7 20 6 4 10
54284.PG 9 Pg 9 22 6 4 10
54284.PG11 Pg 11 27 6 4 10

54284.PG13.5 Pg 13,5 27 6 4 10
54284.PG16 Pg 16 30 8 4 10
54284.PG21 Pg 21 36 8 4 10
54284.PG29 Pg 29 46 10 4 10
54284.PG36 Pg 36 60 10 4 10
54284.PG42 Pg 42 60 10 4 10
54284.PG48 Pg 48 70 10 4 10

ca
bl

e 
gl

an
ds

plug
 

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP68

type 54284

to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 008

material
plug brass
optional: nickel plated or chromated surfaces
o-ring NBR, (Viton, Silicone, Neoprene optional)
optional stainless steel or steel
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Electrical engineering 
for dangerous areas
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item number thread sw 1 sw 2 a b
54284.G3/8 G 3/8“ 22 6 4 10
54284.G1/2 G 1/2“ 27 6 4 10
54284.G5/8 G 5/8“ 30 8 4 10
54284.G3/4 G 3/4“ 36 8 4 10
54284.G1 G 1“ 41 10 4 10

54284.G1 1/4 G 1 1/4“ 46 10 4 10
54284.G1 1/2 G 1 1/2“ 60 10 4 10

54284.G2 G 2“ 70 10 4 10
54284.G2 1/2 G 2 1/2“ 85 10 5 15

54284.G3 G 3“ 95 10 5 15

plug
 

mode of protection        I M2 Ex e I
                                      II 2G Ex e II 
		              II 1D Ex tD A20 IP68

type 54284

to be used at Ex e I / II apparatus

EC-Type-Examination-Certificate DMT 00 ATEX E 008

material
plug brass
optional: nickel plated or chromated surfaces
o-ring NBR, (Viton, Silicone, Neoprene optional)
optional stainless steel or steel
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Electrical engineering 
for dangerous areas

cable gland 
mode of protection       II 2G Ex d IIC
		             II 1D Ex tD A20 IP66/68

type 54204

for for fixed wiring (cables) to be used at Ex d I / IIC 
apparatus 

EC-Type-Examination-Certificate IBExU03ATEX1131

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton, Neoprene, Silicone optional)
pressure ring brass
o-ring EPDM (Viton, Neoprene, Silicone optional)
optional: nickel plated or chromated surfaces
optional: stainless steel, steel chromatized

item number thread
D2

cable dia-
meter D1

recommended centre - 
to - centre distance M L SW B

54204.1- 5- 8
54204.1- 7-10 M 16 x 1,5 5

7
8
10 30 59 22 15

54204.2- 6-10
54204.2- 9-12
54204.2-11-14

M 20 x 1,5
6
9
11

10
12
14

37 59 27 15

54204.3- 6- 9
54204.3- 9-12
54204.3-12-16

M 25 x 1,5
6
9
12

9
12
16

42 61 30 15

54204.4- 9-12
54204.4-12-16
54204.4-15-19
54204.4-18-21

M 27 x 1,5
9
12
15
18

12
16
19
21

50 61

69
36 15

54204.5-12-16
54204.5-16-20
54204.5-20-24

M 32 x 1,5
12
16
20

16
20
24

57 69 41 15

54204.6-18-21
54204.6-20-24
54204.6-22-26
54204.6-24-28

M 40 x 1,5
18
20
22
24

21
24
26
28

64 71 46 15

54204.7-26-30
54204.7-30-34
54204.7-34-38

M 50 x 1,5
26
30
34

30
34
38

83 74 60 17

54204.8-38-42
54204.8-42-46
54204.8-45-50
54204.8-48-52

M 63 x 1,5
38
42
45
48

42
46
50
52

97 77 70 17

54204.9-52-58
54204.9-59-64
54204.9-63-68

M 75 x 1,5
52
59
63

58
64
68

131 80 95 20

54204.10-52-54 M 80 x 1,5 52 54 132 87 95 20
54204.11-60-62 M 85 x 1,5 60 62 138 87 100 20
54204.12-63-65 M 90 x 1,5 63 65 138 87 100 20
54204.13-72-74 M 100 x 1,5 72 74 152 110 110 22
54204.14-72-74 M 100 x 2 72 74 152 110 110 22
54204.15-86-89 M 120 x 2 86 89 180 131 130 22

54204.16-104-107 M 140 x 2 104 107 208 131 150 22
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Electrical engineering 
for dangerous areas

cable gland 

mode of protection       II 2G Ex d IIC
		             II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
D1

recommended centre - 
to - centre distance M L SW B

54205.1- 5- 8
54205.1- 7-10 Pg 9 5

7
8
10 30 59 22 15

54205.2- 6-10
54205.2- 9-12 Pg 11 6

9
10
12 37 59 27 15

54205.3- 6-10
54205.3- 9-12
54205.3-11-14

Pg 13,5
6
9
11

10
12
14

37 59 27 15

54205.4- 6- 9
54205.4- 9-12
54205.4-12-16

Pg 16
6
9
12

9
12
16

42 61 30 15

54205.5- 9-12
54205.5-12-16
54205.5-15-19
54205.5-18-21

Pg 21

9
12
15
18

12
16
19
21

50 61

69

36 15

54205.6-18-21
54205.6-20-24
54205.6-22-26
54205.6-24-28

Pg 29

18
20
22
24

21
24
26
28

64 71 46 15

54205.7-26-30
54205.7-30-34
54205.7-34-38

Pg 36
26
30
34

30
34
38

83 74 60 17

54205.8-32-36
54205.8-35-40
54205.8-38-43

Pg 42
32
35
38

36
40
43

83 77 60 17

54205.9-42-46
54205.9-45-50 Pg 48 42

45
46
50 97 77 70 17

type 54205

for for fixed wiring (cables)  to be used at EEx d I / IIC 
apparatus 

EC-Type-Examination-Certificate IBExU03ATEX1131

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton, Neoprene, Silicone optional)
pressure ring brass
o-ring EPDM (Viton, Neoprene, Silicone optional)
optional: nickel plated or chromated surfaces
optional: stainless steel, steel chromatized
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Electrical engineering 
for dangerous areas

cable gland 

mode of protection       II 2G Ex d IIC
		             II 1D Ex tD A20 IP66/68

item number thread
D2

cable diameter
D1

recommended centre - 
to - centre distance M L SW B

54206.1- 5- 8
54206.1- 7-10 G 3/8“ 5

7
8
10 30 59 22 15

54206.2- 6-10
54206.2- 9-12
54206.2-11-14

G 1/2“
6
9
11

10
12
14

37 59 27 15

54206.3- 6- 9
54206.3- 9-12
54206.3-12-16

G 5/8“
6
9
12

9
12
16

42 61 30 15

54206.4-12-16
54206.4-15-19 G 3/4“ 12

15
16
19 50 61 36 15

54206.5-12-16
54206.5-16-20
54206.5-20-24

G 1“
12
16
20

16
20
24

57 74 41 20

54206.6-18-21
54206.6-20-24
54206.6-22-26
54206.6-24-28

G 1 1/4“
18
20
22
24

21
24
26
28

64 76 46 20

54206.7-26-30
54206.7-30-34
54206.7-34-38

G 1 1/2“
26
30
34

30
34
38

83 77 60 20

54206.8-38-42
54206.8-42-46 G 2“ 38

42
42
46 97 80 70 20

54206.9-46-50
54206.9-48-52
54206.9-52-56
54206.9-56-60

G 2 1/2“
46
48
52
56

50
52
56
60

118 80 85 20

54206.0-54-61
54206.0-61-68
54206.0-68-75

G 3“
54
61
68

61
68
75

132 80 95 20

type 54206

for for fixed wiring (cables) to be used at EEx d I / IIC 
apparatus 

EC-Type-Examination-Certificate IBExU03ATEX1131

material
pressure screw brass
adapter piece brass
sealing EPDM (Viton, Neoprene, Silicone optional)
pressure ring brass
o-ring EPDM (Viton, Neoprene, Silicone optional)
optional: nickel plated or chromated surfaces
optional: stainless steel, steel chromatized

  GmbH El.-Ap. • Kruppstr. 196 • D-45472 Mülheim an der Ruhr • Tel.: (0208) 4 95 09 -0 • Fax:  (0208) 4 95 09 -27 • E-Mail: info@gothe.de • Internet: www.gothe.de



Ve
rb

in
du

ng
s-

 u
nd

 V
er

zw
ei

gu
ng

sk
äs

te
n

S
te

ck
ve

rb
in

de
r

ca
bl

e 
gl

an
ds

Electrical engineering 
for dangerous areas

cable gland 

mode of protection       II 2G Ex d IIC
		             II 1D Ex tD A20 IP66

type 54207

for for fixed wiring (cables) to be used at Ex d I / IIC 
apparatus 

EC-Type-Examination-Certificate IBExU03ATEX1131

material
pressure screw brass
adapter piece brass
Dichtring EPDM (Viton, Neoprene, Silicone optional)
pressure ring brass
optional: nickel plated or chromated surfaces
optional: stainless steel, steel chromatized

item number thread
D2

cable diameter
D1

recommended centre - 
to - centre distance M L SW B

54207.1- 5- 8
54207.1- 7-10 NPT 3/8“ 5

7
8
10 30 59 22 15

54207.2- 6-10
54207.2- 9-12
54207.2-11-14

NPT 1/2“
6
9
11

10
12
14

37 64 27 20

54207.3-12-16
54207.3-15-19 NPT 3/4“ 12

15
16
19 50 66 36 20

54207.4-12-16
54207.4-16-20
54207.4-20-24

NPT 1“
12
16
20

16
20
24

57 79 41 25

54207.5-18-21
54207.5-20-24
54207.5-22-26
54207.5-24-28

NPT 1 1/4“

18
20
22
24

21
24
26
28

64 81 46 25

54207.6-26-30
54207.6-30-34
54207.6-34-38

NPT 1 1/2“
26
30
34

30
34
38

83 83 60 26

54207.7-38-42
54207.7-42-46
54207.7-46-50

NPT 2“
38
42
46

42
46
50

98 87 70 27

54207.8-48-52
54207.8-52-56
54207.8-56-60

NPT 2 1/2“
48
52
56

52
56
60

118 100 85 40

54207.9-54-61
54207.9-61-68
54207.9-68-75

NPT 3“
54
61
68

61
68
75

132 101 95 41
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Electrical engineering 
for dangerous areas

cable gland  

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54230.10-0
54230.12-0
54230.14-0

M 22 x 1,5
8
9
12

10
12
14

52 73 32 12
0,27
0,26
0,24

54230.16-0
54230.18-0
54230.19-0

M 28 x 1,5
13
15
17

16
18
19

60 91 36 14
0,41
0,40
0,38

54230.21-0
54230.24-0
54230.26-0
54230.28-0

M 36 x 1,5
18
20
22
25

21
24
26
28

72 109 46 18
0,64
0,60
0,56
0,53

54230.32-0
54230.36-0 M 48 x 1,5 28

32
32
36 82 124 55 22 1,06

0,91
54230.38-0
54230.40-0
54230.44-0

M 55 x 1,5
34
36
40

38
40
44

92 135 65 24
1,42
1,32
1,12

54230.46-0
54230.49-0
54230.53-0

M 65 x 1,5
41
44
48

46
49
53

112 140 75 28
1,94
1,76
1,57

54230.57-0
54230.61-0
54230.65-0
54230.68-0

M 80 x 2
52
55
60
64

57
61
65
68

122 152 90 28
2,88
2,64
2,32
2,06

54230.74-0
54230.80-0 M 95 x 2 68

74
74
80 144 167 105 28 3,37

2,81
54230.86-0 M 100 x 2 80 86 160 172 110 28 2,96

type 54230

for cables to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 
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for dangerous areas
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cable gland 

mode of protection       I M2 Ex d I
                                     II 2G Ex d IIC 
		             II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54260.10-0
54260.12-0
54260.14-0

Pg 16
8
9
12

10
12
14

52 73 32 12
0,27
0,26
0,24

54260.16-0
54260.18-0
54260.19-0

Pg 21
13
15
17

16
18
19

60 91 36 14
0,41
0,40
0,38

54260.21-0
54260.24-0
54260.26-0
54260.28-0

Pg 29
18
20
22
25

21
24
26
28

72 109 46 18
0,64
0,60
0,56
0,53

54260.32-0
54260.36-0 Pg 36 28

32
32
36 82 124 55 22 1,06

0,91
54260.38-0
54260.40-0
54260.44-0

Pg 42
34
36
40

38
40
44

92 135 65 24
1,42
1,32
1,12

54260.46-0 
54260.49-0 Pg 48 41 

44
46 
49 112 140 75 28 1,94 

1,76

type 54260

for cables to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU01ATEX1033 U

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
pressure ring steel blue chromatized, brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
optional stainless steel 
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for dangerous areas
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cable gland
with adapter

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66

item number. thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54232.10-M20
54232.12-M20 M 20 x 1,5 8

9
10
12 52 83 32 15 0,38

0,37
54232.10-M22
54232.12-M22
54232.14-M22

M 22 x 1,5
8
9
12

10
12
14

52 83 32 15
0,43
0,42
0,40

54232.10-M25
54232.12-M25
54232.14-M25

M 25 x 1,5
8
9
12

10
12
14

52 83 32 15
0,56
0,55
0,54

54232.16-M25
54232.18-M25 M 25 x 1,5 13

15
16
18 60 98 36 15 0,53

0,52
54232.16-M28
54232.18-M28
54232.19-M28

M 28 x 1,5
13
15
17

16
18
19

60 98 36 15
0,58
0,57
0,55

54232.16-M32
54232.18-M32
54232.19-M32

M 32 x 1,5
13
15
17

16
18
19

60 98 36 15
0,63
0,62
0,70

54232.21-M32
54232.24-M32 M 32 x 1,5 18

20
21
24 72 118 46 15 0,86

0,82
54232.21-M36
54232.24-M36
54232.26-M36
54232.28-M36

M 36 x 1,5
18
20
22
25

21
24
26
28

72 118 46 15
0,91
0,87
0,83
0,80

54232.21-M40
54232.24-M40
54232.26-M40 
54232.28-M40

M 40 x 1,5
18
20
22 
25

21
24
26 
28

72 118 46 15
0,96
0,92
0,88 
0,85

54232.32-M40 M 40 x 1,5 28 32 82 135 55 15 1,21

Page 1 / 2

type 54232

for cables to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
twist device brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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for dangerous areas
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item number. thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54232.32-M48
54232.36-M48 M 48 x 1,5 28

32
32
36 82 135 55 15 1,50

1,35
54232-32-M50
54232.36-M50 M 50 x 1,5 28

32
32
36 82 135 55 15 1,56

1,41
54232.38-M50
54232.40-M50 M 50 x 1,5 34

36
38
40 92 145 65 15 1,94

1,84
54232.38-M55
54232.40-M55
54232.44-M55

M 55 x 1,5
34
36
40

38
40
44

92 145 65 15
2,00
1,90
1,70

54232.38-M63
54232.40-M63
54232.44-M63

M 63 x 1,5
34
36
40

38
40
44

92 145 65 15
2,09
1,98
1,79

54232.46-M63
54232.49-M63
54232.53-M63

M 63 x 1,5
41
44
48

46
49
53

112 150 75 15
2,47
2,29
2,10

54232.46-M64
54232.49-M64
54232.53-M64

M 64 x 2
41
44
48

46
49
53

112 150 75 15
2,48
2,30
2,11

54232.46-M65
54232.49-M65
54232.53-M65

M 65 x 1,5
41
44
48

46
49
53

112 150 75 15
2,53
2,35
2,16

54232.57-M72 M 72 x 2 52 57 122 166 90 20 3,67
54232.57-M75
54232.61-M75 M 75 x 1,5 52

55
57
61 122 166 90 20 3,72

3,48
54232.57-M80
54232.61-M80
54232.65-M80
54232.68-M80

M 80 x 2
52
55
60
64

57
61
65
68

122 166 90 20
3,77
3,67
3,56
3,42

54232.74-M95
54232.80-M95 M 95 x 2 68

74
74
80 144 181 105 20 4,68

4,12
54232.86-M100 M 100 x 2 80 86 160 187 110 20 4,30

Page 2 / 2
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Electrical engineering 
for dangerous areas
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cable gland
with adapter

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54262.10-16
54262.12-16
54262.14-16

Pg 16
8
9
12

10
12
14

52 83 32 15
0,43
0,42
0,40

54262.16-21
54262.18-21
54262.19-21

Pg 21
13
15
17

16
18
19

60 98 36 15
0,58
0,57
0,55

54262.21-29
54262.24-29
54262.26-29
54262.28-29

Pg 29
18
20
22
25

21
24
26
28

72 118 46 15
0,91
0,87
0,83
0,80

54262.32-36
54262.36-36 Pg 36 28

32
32
36 82 135 55 15 1,50

1,35
54262.38-42
54262.40-42
54262.44-42

Pg 42
34
36
40

38
40
44

92 145 65 15
2,00
1,90
1,70

54262.46-48 
54262.49-48 Pg 48 41 

44
46 
49 112 150 75 15

type 54262

for cables to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
twist device brass
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
o-ring NBR (Viton, Neoprene or Silicone optional)
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cable gland 
with adapter

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66

item number thread cable diameter
D1 D2 L1 SW L2 kgs

(weight)
54632.10-N012
54632.10-N034
54632.12-N012
54632.12-N034
54632.14-N034

NPT 1/2“
NPT 3/4“
NPT 1/2“
NPT 3/4“
NPT 3/4“

8
8
9
9
12

10
10
12
12
14

52 88 32 20

0,49
0,49
0,48
0,48
0,46

54632.16-N034 NPT 3/4“ 13 16 60 103 36 20 0,65
54632.16-N100
54632.18-N100
54632.19-N100

NPT 1“
13
15
17

16
18
19

60 108 36 25
0,65
0,64
0,62

54632.21-N100
54632.24-N100 NPT 1“ 18

20
21
24 72 128 46 25 0,96

0,92
54632.21-N114
54632.24-N114
54632.26-N114
54632.28-N114

NPT 1 1/4“
18
20
22
25

21
24
26
28

72 129 46 26
0,96
0,92
0,88
0,85

54632.32-N114
54632.32-N112
54632.36-N112

NPT 1 1/4“
NPT 1 1/2“
NPT 1 1/2“

28
28
32

32
32
36

82 146 55 26
1,52
1,52
1,37

54632.38-N112 NPT 1 1/2“ 34 38 92 156 65 26 2,38
54632.38-N200
54632.40-N200
54632.44-N200

NPT 2“
34
36
40

38
40
44

92 157 65 27
2,38
2,28
2,08

54632.46-N200
54632.49-N200 NPT 2“ 41

44
46
49 112 162 75 27 3,11

2,93
54632.46-N212
54632.49-N212
54632.53-N212

NPT 2 1/2“
41
44
48

46
49
53

112 175 75 40
3,11
2,93
2,74

54632.57-N212
54632.61-N212 NPT 2 1/2“ 52

55
57
61 122 186 90 40 4,56

4,32
54632.57-N300
54632.61-N300
54632.65-N300
54632.68-N300

NPT 3“
52
55
60
64

57
61
65
68

122 188 90 42
4,56
4,32
4,00
4,24

54632.74-N300 NPT 3“ 68 74 144 203 105 42 5,58
54632.74-N312
54632.80-N312 NPT 3 1/2“ 68

74
74
80 144 204 105 43 5,58

6,02
54632.86-N312 NPT 3 1/2“ 80 86 160 210 110 43 5,22

Electrical engineering 
for dangerous areas

ca
bl

e 
gl

an
ds

Bauart 54632

for cables to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU01ATEX1013 X

material
trumpet malleable cast iron, hot dipped galvanized 
clamp malleable cast iron, hot dipped galvanized 
adapter brass / grey cast
pressure ring steel, blue chromated or brass
optional nickel plated or chromated surfaces
sealing EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas
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cable gland
with flange

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIB

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54235.01-10
54235.01-12
54235.01-14

M 22 x 1,5
8
9
12

10
12
14

52 78 32 62/100
32/70

0,86
0,84
0,83

54235.01-16
54235.01-18
54235.01-19

M 28 x 1,5
13
15
17

16
18
19

60 96 36 62/100
32/70

0,98
0,97
0,95

54235.01-21
54235.01-24
54235.01-26
54235.01-28

M 36 x 1,5

18
20
22
25

21
24
26
28

72 114 46 62/100
32/70

1,25
1,21
1,18
1,15

54235.01-32
54235.01-36 M 48 x 1,5 28

32
32
36 82 131 55 62/100

32/70
1,60
1,50

type 54235.01

for cables to be used at Ex d I / IIB apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas
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cable gland
with flange

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIB

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54235.02-21
54235.02-24
54235.02-26
54235.02-28

M 36 x 1,5

18
20
22
25

21
24
26
28

72 114 46 95/142
65/112

2,39
2,35
2,31
2,29

54235.02-32
54235.02-36 M 48 x 1,5 28

32
32
36 82 131 55 95/142

65/112
2,78
2,69

54235.02-38
54235.02-40
54235.02-44

M 55 x 1,5
34
36
40

38
40
44

92 142 65 95/142
65/112

3,18
3,07
2,84

54235.02-46
54235.02-49
54235.02-53

M 65 x 1,5
41
44
48

46
49
53

112 148 75 95/142
65/112

3,70
3,52
3,33

54235.02-57
54235.02-61
54235.02-65
54235.02-68

M 80 x 2

52
55
60
64

57
61
65
68

122 162 90 95/142
65/112

4,82
4,31
4,00
3,74

type 54235.02

for cables to be used at Ex d I / IIB apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
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cable gland
with flange

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIB

item number thread cable diameter
D1 D2 L SW e1/e2

f1/f2
kgs

(weight)
54235.03-46
54235.03-49
54235.03-53

M 64 x 2
41
44
48

46
49
53

112 148 75 120/147
85/112

4,45
4,27
4,08

54235.03-57
54235.03-61
54235.03-65
54235.03-68

M 80 x 2

52
55
60
64

57
61
65
68

122 162 90 120/147
85/112

5,31
5,07
4,75
4,49

54235.03-74
54235.03-80 M 95 x 2 68

74
74
80 144 177 105 120/147

85/112
5,59
5,03

54235.03-86 M 100 x 2 80 86 160 182 110 120/147
85/112 5,08

type 54235.03

for cables to be used at Ex d I / IIB apparatus

EC-Type-Examination-Certificate IBExU01ATEX1030 X

material
trumpet malleable cast iron, hot dipped galvanized
clamp malleable cast iron, hot dipped galvanized
flange grey cast, hot dipped galvanized
pressure ring steel, blue chromated or brass
optional nickel plated, chromated surfaces or coated
sealing EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas
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plug
 

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66/68

item number thread SW a b c
54285.M14 M 14 x 1,5 6 18 24 4.7
54285.M16 M 16 x 1,5 6 18 27 5
54285.M18 M 18 x 1,5 6 18 31 4.8
54285.M20 M 20 x 1,5 6 18 35 5
54285.M22 M 22 x 1,5 6 18 35 5
54285.M24 M 24 x 1,5 8 18 40 5.8
54285.M25 M 25 x 1,5 8 18 40 5.8
54285.M27 M 27 x 1,5 8 18 42 6
54285.M28 M 28 x 1,5 8 18 42 6.2
54285.M32 M 32 x 1,5 10 18 47 6.5
54285.M36 M 36 x 1,5 10 18 54 6
54285.M40 M 40 x 1,5 10 18 54 9
54285.M48 M 48 x 1,5 10 18 66 8.6
54285.M50 M 50 x 1,5 10 18 66 8.6
54285.M55 M 55 x 1,5 10 18 73 9.5
54285.M63 M 63 x 1,5 10 18 81 10

54285.M64X2 M 64 x 2 10 22 81 10.3
54285.M65 M 65 x 1,5 10 18 81 11.1
54285.M72 M 72 x 2 10 18 94 9.6

54285.M74X2 M 74 x 2 10 22 94 10
54285.M75 M 75 x 1,5 10 18 94 11.4

54285.M80X2 M 80 x 2 10 22 100 10.5
54285.M94X2 M 94 x 2 10 22 117 10.8
54285.M95X2 M 95 x 2 10 22 117 11.4

54285.M100X2 M 100 x 2 10 22 120 12.2

type 54285

to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU03ATEX1013

material
plug brass optional steel or stainless steel
optional: nickel plated or chromated surfaces
o-ring EPDM (Viton, Neoprene or Silicone optional)
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Electrical engineering 
for dangerous areas

ca
bl
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ds

plug
 

mode of protection        I M2 Ex d I
                                      II 2G Ex d IIC 
		              II 1D Ex tD A20 IP66/68

type 54285

to be used at Ex d I / IIC apparatus

EC-Type-Examination-Certificate IBExU03ATEX1013

material
plug brass optional steel or stainless steel
optional: nickel plated or chromated surfaces
o-ring EPDM (Viton, Neoprene or Silicone optional)

item number thread SW a b c
54285.PG 7 Pg 7 6 18 24 4.7
54285.PG 9 Pg 9 6 18 27 4.8
54285.PG11 Pg 11 6 18 31 5

54285.PG13.5 Pg 13,5 6 18 31 5.5
54285.PG16 Pg 16 8 18 35 6.1
54285.PG21 Pg 21 8 18 40 7
54285.PG29 Pg 29 10 18 55 8.3
54285.PG36 Pg 36 10 18 66 8.5
54285.PG42 Pg 42 10 18 73 9
54285.PG48 Pg 48 10 18 73 11.5
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Electrical engineering 
for dangerous areas

adapter piece
optional reductor

type 5499

material
adapter piece brass, steel, stainless steel
o-ring NBR (Viton, Neoprene, or Silicone optional)
optional: nickel plated or chromated surfaces
further sizes and threads on request

item number internal thread 
d3

external 
thread D2 a b L D1 SW

5499.11-9 Pg 11 Pg  9 11,5 12 26 8 22
5499.13.5-11 Pg 13,5 Pg 11 15 12 30 10 27
5499.16-11 Pg 16 Pg 11 17 12 32 10 32

5499.16-13.5 Pg 16 Pg 13,5 17 12 32 11 32
5499.21-13.5 Pg 21 Pg 13,5 20 12 35 11 36

5499.13.5-13.-05 Pg 13,5 Pg 13,5 17 12 32 14,5 27
5499.13.5-16 Pg 13,5 Pg 16 15 12 32 13 27
5499.16-16 Pg 16 Pg 16 17 12 32 14,5 32
5499.21-16 Pg 21 Pg 16 20 12 35 14,5 36
5499.29-16 Pg 29 Pg 16 23 12 39 14,5 46
5499.16-21 Pg 16 Pg 21 17 12 35 13 32
5499.21-21 Pg 21 Pg 21 20 15 38 19,5 36
5499.29-21 Pg 29 Pg 21 23 15 41 19,5 46
5499.36-21 Pg 36 Pg 21 27 15 46 19,5 55
5499.29-29 Pg 29 Pg 29 23 15 41 29 46
5499.36-29 Pg 36 Pg 29 27 15 46 28 55
5499.42-29 Pg 42 Pg 29 30 15 49 28 60

5499.M36-29 M 36x1,5 Pg 29 23 15 41 28,5 46
5499.M48-29 M 48x1,5 Pg 29 27 17 48 28,5 55
5499.36-36 Pg 36 Pg 36 27 17 48 34 55
5499.42-36 Pg 42 Pg 36 30 17 51 34 60

5499.M64-36 M 64x2 Pg 36 35 17 57 34 75
5499.42-42 Pg 42 Pg 42 30 17 51 42 60

5499.M64-42 M 64x2 Pg 42 35 17 57 42 75
5499.M80-42 M 80x2 Pg 42 38 17 61 42 90
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Electrical engineering 
for dangerous areas

item number internal thread 
d3

external 
thread D2 a b L D1 SW

5499.M94-42 M 94x2 Pg 42 38 17 61 42 105
5499.M64-48 M 64x2 Pg 48 35 17 57 53,5 85

5499.13.5-M20 Pg 13,5 M 20x1,5 17 12 32 14,5 27
5499.16-M20X1-50 Pg 16 M 20x1,5 17 12 32 14,5 32

5499.M18-M20 M 18x1,5 M 20x1,5 17 12 32 12,5 32
5499.M22-M20 M 22x1,5 M 20x1,5 18 12 33 14,5 32
5499.M28-M20 M 28x1,5 M 20x1,5 20 15 38 12,5 36
5499.13.5-M22 Pg 13,5 M 22x1,5 17 12 32 14,5 32

5499.16-M22X1-50 Pg 16 M 22x1,5 17 12 32 14,5 32
5499.M20-M22 M 20x1,5 M 22x1,5 17 12 32 14,5 32
5499.M28-M22 M 28x1,5 M 22x1,5 20 15 38 14,5 36
5499.13.5-M25 Pg 13,5 M 25x1,5 17 12 32 14,5 32

5499.16-M25X1-50 Pg 16 M 25x1,5 17 12 32 14,5 32
5499.29-M25 Pg 29 M 25x1,5 23 15 41 19,5 46

5499.M28-M25 M 28x1,5 M 25x1,5 21 15 39 19,5 36
5499.M36-M25 M 36x1,5 M 25x1,5 23 15 41 18,5 46
5499.M40-M25 M 40x1,5 M 25x1,5 23 15 41 18,5 46
5499.29-M28 Pg 29 M 28x1,5 23 15 41 19,5 46

5499.M36-M28 M 36x1,5 M 28x1,5 23 15 41 19,5 46
5499.M40-M28 M 40x1,5 M 28x1,5 23 15 41 19,5 46
5499.29-M30 Pg 29 M 30x1,5 23 15 41 24,5 46

5499.29-M32X1-50 Pg 29 M 32x1,5 23 15 41 28 46
5499.29-M36 Pg 29 M 36x1,5 23 15 41 28 46

5499.M36-M36 M 36x1,5 M 36x1,5 27 17 48 38 55
5499.M40-M36 M 40x1,5 M 36x1,5 23 15 41 28,5 46
5499.M55-M48 M 55x1,5 M 48x1,5 30 17 51 38,5 65
5499.M64-M64 M 64x2 M 64x2 35 17 57 53 75
5499.M80-M64 M 80x2 M 64x2 38 17 61 53 90
5499.M94-M64 M 94x2 M 64x2 38 17 61 42 105
5499.M80-M80 M 80x2 M 80x2 38 17 61 62 90
5499.M94-M94 M 94x2 M 94x2 38 17 61 75 105
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reducer

page 1/2

type 5422

material
reducer brass (optional steel or stainless steel)
optional: nickel plated or chromated surfaces
further sizes and threads on request

item number internal thread
d1

external thread
d2 external hexagonal mm

5422.9-11 Pg 9 Pg 11 with knurled edge
5422.9-13.5 Pg 9 Pg 13,5 with knurled edge
5422.11-13.5 Pg 11 Pg 13,5 with knurled edge

5422.9-16 Pg 9 Pg 16 with knurled edge
5422.11-16 Pg 11 Pg 16 with knurled edge

5422.13.5-16 Pg 13,5 Pg 16 with knurled edge
5422.M18x1-16 M 18x1 Pg 16 24

5422.13.5-21 Pg 13,5 Pg 21 30
5422.16-21 Pg 16 Pg 21 30

5422.M25-21 M 25x1,5 Pg 21 30
5422.13.5-29 Pg 13,5 Pg 29 41
5422.16-29 Pg 16 Pg 29 41
5422.21-29 Pg 21 Pg 29 41

5422.M25-29 M 25x1.5 Pg 29 41
5422.M30-29-1 M 30x1,5 Pg 29 41

5422.16-36 Pg 16 Pg 36 50
5422.21-36 Pg 21 Pg 36 50
5422.29-36 Pg 29 Pg 36 50
5422.16-42 Pg 16 Pg 42 55
5422.21-42 Pg 21 Pg 42 55
5422.29-42 Pg 29 Pg 42 55
5422.36-42 Pg 36 Pg 42 55
5422.16-48 Pg 16 Pg 48 65
5422.21-48 Pg 21 Pg 48 65
5422.29-48 Pg 29 Pg 48 65
5422.36-48 Pg 36 Pg 48 65
5422.42-48 Pg 42 Pg 48 65

5422.M16-M22                M 16x1.5 M 22x1.5 24
5422.M22-M25 M 22x1.5 M 25x1.5 36
5422.M22-M28 M 22x1.5 M 28x1.5 30
5422.M25-M28 M 25x1.5 M 28x1.5 30
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item number internal thread
d1

external thread
d2 external hexagonal mm

5422.21-M36 Pg 21 M 36x1.5 41
5422.M20-M36 M 20x1.5 M 36x1.5 41
5422.M22-M36 M 22x1.5 M 36x1.5 41
5422.M25-M36 M 25x1.5 M 36x.15 41
5422.M28-M36 M 28x1.5 M 36x1.5 41
5422.M32-M36 M 32x1.5 M 36x1.5 41
5422.M22-M40 M 22x1.5 M 40x1.5 41
5422.M28-M40 M 28x1.5 M 40x1.5 41
5422.M36-M40 M 36x1.5 M 40x1.5 41

5422.29-M48 Pg 29 M 48x1.5 55
5422.M36-M48 M 36x1.5 M 48x1.5 55
5422.M36-M55 M 36x1.5 M 55x1.5 65
5422.M48-M55 M 48x1.5 M 55x1.5 65

5422.29-M64 Pg 29 M 64x2 65
5422.36-M64 Pg 36 M 64x2 65
5422.42-M64 Pg 42 M 64x2 65

5422.M50-M65 M 50x1.5 M 65x1.5 70
5422.M63-M75 M 63x1.5 M 75x1.5 95
5422.29-M80 Pg 29 M 80x2 110
5422.42-M80 Pg 42 M 80x2 95
5422.48-M80 Pg 48 M 80X2 95

5422.M55-M80 M 55x1.5 M 80x2 95
5422.M64-M80 M 64x2 M 80x2 95
5422.M80-M94 M 80x2 M 94x2 110

  GmbH El.-Ap. • Kruppstr. 196 • D-45472 Mülheim an der Ruhr • Tel.: (0208) 4 95 09 -0 • Fax:  (0208) 4 95 09 -27 • E-Mail: info@gothe.de • Internet: www.gothe.de



Electrical engineering 
for dangerous areas

S
ui

ta
bl

e 
ac

ce
ss

or
ie

s 

item number thread d1 m SW
54224. 9 Pg  9 4 24
54224.11 Pg 11 4 27

54224.13.5 Pg 13,5 4 27
54224.16 Pg 16 4 30
54224.21 Pg 21 5 36
54224.29 Pg 29 5 46
54224.36 Pg 36 5 51
5424.42 Pg 42 6 65
5424.48 Pg 48 6 70

5424.M16X1.5 M 16x1,5 4 22
5424.M20X1.5 M 20x1,5 4 27
5424.M22X1.5 M 22x1,5 4 30
5424.M24X1.5 M 24x1,5 5 30
5424.M25X1.5 M 25x1,5 5 30
5424.M27X1.5 M 27x1,5 5 36
5424.M28X1.5 M 28x1,5 5 36
5424.M32X1.5 M 32x1,5 5 41
5424.M36X1.5 M 36x1,5 5 46
5424.M40X1.5 M 40x1,5 6 46
5424.M48X1.5 M 48x1,5 6 60
5424.M50X1.5 M 50x1,5 6 60
5424.M55X1.5 M 55x1,5 6 70
5424.M63X1.5 M 63x1,5 6 70
5424.M64X2 M 64x2 6 75

5424.M65X1.5 M 65x1,5 6 75
5424.M74X2 M 74x2 6 85

5424.M75X1.5 M 75x1,5 6 90
5424.M80X2 M 80x2 6 90
5424.M94X2 M 94x2 8 110
5424.M95X2 M 95x2 8 110

5424.M100X2 M100x2 8 110
5424.M120X2 M120x2 8 130
5424.M140X2 M140x2 8 150

lock nut

type 54224
5424

for mounting and protection of cable glands at cases

material
lock nut brass, steel, stainless steel
optional: nickel plated or chromated surfaces
further sizes and threads on request
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